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4.4.2.1
EFPBR (Phone Book Reference file)

This file describes the structure of the phonebook. All EFs representing the phonebook are specified here, together with their file identifiers (FID) and their short file identifiers (SFI), if applicable.

Some types of EFs can occur more than once in the phonebook, e.g. there may be two entities of Abbreviated Dialling Numbers,  EFADN and EFADN1. For these kinds of EFs, no fixed FID values are specified. Instead, the value '4FXX'  indicates that the value is to be assigned by the card issuer. These assigned values are then indicated in the associated TLV object in EFPBR.

EFs stating an SFI value ('XX') in the description of their structure shall provide an SFI. The value shall be assigned by the card issuer and is indicated in the associated TLV object in EFPBR.

The reference file is a file that contains information how the information in the different files is to be combined together to form a phone book entry. The reference file contains records. Each record specifies the structure of up to 254 entries in the phone book. Each phone book entry consists of data stored in files indicated in the reference file record. The entry structure shall be the same over all the records in the EF PBR. If more than 254 entries are to be stored, a second record is needed in the reference file. The structure of a phone book entry is defined by different TLV objects that are stored in a reference file record. The reference file record structure describes the way a record in a file that is part of the phonebook is used to create a complete entry. Three different types of file linking exist.

-
Type 1 files: Files that contain as many records as the reference/master file (EFADN, EFADN1) and are linked on record number bases (Rec1 -> Rec1). The master file record number is the reference.

-
Type 2 files: Files that contain less entries than the master file and are linked via pointers in the index administration file (EFIAP).

-
Type 3 files are files that are linked by a record identifier within a record.

Table 4.1: Phone Book Reference file Constructed Tags

Tag Value
Constructed TAG Description

'A8'
Indicating files where the amount of records equal to master EF, type 1

'A9'
Indicating files that are linked using the index administration file, type 2. Order of pointer appearance in index administration EF is the same as the order of file IDs  following this tag

'AA'
Indicating files that linked using a record identifier, type 3. (The file pointed to is defined by the TLV object.)

The first file ID indicated using constructed Tag 'A8' is called the master EF. Access conditions for all other files in the index structure is set to the same as for the master EF unless otherwise specified.

File IDs indicated using  constructed Tag 'A8' is a type 1 file and contains the same number of records as the first file that is indicated in the data part of this TLV object. All files following this Tag are mapped one to one using the record numbers/IDs of the first file indicated in this TLV object.

File IDs indicated using constructed Tag 'A9' are mapped to the master EF (the file ID indicated as the first data object in the TLV object using Tag 'A8') using the pointers in the index administration file. The order of the pointers in the index administration file is the same as the order of the file IDs presented after Tag 'A9'. If this Tag is not present in the reference file record the index administration file is not present in the structure. In case the index administration file is not present in the structure it is not indicated in the data following tag 'A8'.

File IDs indicated using constructed Tag 'AA' indicate files that are part of the reference structure but they are addressed using record identifiers within a record in one or more of the files that are part of the reference structure. The length of the tag  indicates whether the file to be addressed resides in the same directory or if a path to the file is provided in the TLV object.

Type 2 and type 3 files contain records that may be shared between several phonebook entries (except when otherwise indicated). The terminal shall ensure that a shared record is emptied when the last phonebook entry referencing it is modified in such a way that it doesn't reference the record anymore. 

NOTE:
in the current version of the specification, only type 3 files contain records that may be shared.

4.4.2.2
EFIAP (Index Administration Phone book)

This file is present if Tag 'A9' is indicated in the reference file.

The EF contains pointers to the different records in the files that are part of the phone book. The index administration file record number/ID is mapped one to one with the corresponding EFADN (shall be record to record). The index administration file contains the same amount of records as EFADN. The order of the pointers in an EFIAP shall be the same as the order of file IDs that appear in the TLV object indicated by Tag 'A9' in the reference file record. The amount of bytes in a record is equal to the number of files indicated the EFPBR following tag 'A9'.

The value 'FF' is an invalid record number/ID and is used in any location in to indicate that no corresponding record in the indicated file is available.

The content of EFIAP is set to 'FF' at the personalisation stage.

Index administration file EFIAP structure

Identifier: '4FXX'
Structure: linear fixed
Conditional
(see Note)

SFI: 'XX'


Record Length: X bytes
Update activity: high

Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



Bytes
Description
M/O
Length

1 
Record number of the first object indicated after Tag 'A9'
M
1 byte

2 
Record number of the second object indicated after Tag 'A9'
M
1 byte

X
Record number of the xth object indicated after Tag 'A9'
M
1 byte

NOTE:
This file is mandatory if and only if type 2 files are present.

5.3.2
Dialling numbers

Requirements:

· Service n°1 "available" for ADN located under the local phonebook
· Presence of EFADN in EFPBR for ADN located under the global phonebook
· Presence of EFANR in EFPBR for ANR.
· Service n°2 "available" for FDN.

· Service n°21 "available" for MSISDN.

· Service n°4 "available" for SDN.

· Service n°6 "available" for BDN.

· Service n°8 "available" for EFOCI
· Service n°9 "available" for EFICI
The following procedures may not only be applied to EFADN and its associated extension files EFCCP1 and EFEXT1 as described in the procedures below, but also to EFANR, EFFDN, EFMSISDN, EFBDN, EFSDN, EFOCI, EFICI, and their associated extension files. If these files are not allocated and activated, as denoted in the USIM service table, the current procedure shall be aborted and the appropriate EFs shall remain unchanged.

As an example, the following procedures are described as applied to ADN.






Update:
The ME analyses and assembles the information to be stored as follows (the byte identifiers used below 


correspond to those in the definition of the relevant EFs in the present document):

i)
The ME identifies the Alpha‑tagging, Capability/Configuration Identifier and Extension1 Record Identifier.

ii)
The dialling number/SSC string shall be analysed and allocated to the bytes of the EF as follows:

‑
if a "+" is found, the TON identifier is set to "International";

‑
if 20 or less "digits" remain, they shall form the dialling number/SSC string;

‑
if more than 20 "digits" remain, the procedure shall be as follows:






-
The ME seeks for a free record in EFEXT1. If an Extension1 record is not marked as "free", the ME runs the Purge procedure. If an Extension1 record is still unavailable, the procedure is aborted.

-
The first 20 "digits" are stored in the dialling number/SSC string. The value of the length of BCD number/SSC contents is set to the maximum value, which is 11. The Extension1 record identifier is coded with the associated record number in the EFEXT1. The remaining digits are stored in the selected Extension1 record where the type of the record is set to "additional data". The first byte of the Extension1 record is set with the number of bytes of the remaining additional data. The number of bytes containing digit information is the sum of the length of BCD number/SSC contents of EFADN and byte 2 of all associated chained Extension1 records containing additional data.

iii)
If a called party subaddress is associated to the ADN/SSC the procedure shall proceed as follows:






-
If the length of the called party subaddress is less than or equal to 11 bytes (see 3G TS 24.008 [9] for coding):

-
The ME seeks for a free record in EFEXT1. If an Extension1 record is not marked as "free", the ME runs the Purge procedure. If an Extension1 record is still unavailable, the procedure is aborted.

-
The ME stores the called party subaddress in the Extension1 record, and sets the Extension1 record type to "called party subaddress".

-
If the length of the called party subaddress is greater than 11 bytes (see 3G TS 24.008 [9] for coding):

-
The ME seeks for two free records in EFEXT1. If no such two records are found, the ME runs the Purge procedure. If two Extension1 records are still unavailable, the procedure is aborted.

-
The ME stores the called party subaddress in the two Extension1 records. The identifier field in the Extension1 record containing the first part of the subaddress data is coded with the associated EFEXT1 record number containing the second part of the subaddress data. Both Extension1 record types are set to "called party subaddress".

Once i), ii), and iii) have been considered the ME performs the updating procedure with EFADN. If the USIM has no available empty space to store the received ADN/SSC, or if the procedure has been aborted, the ME advises the user.

For reasons of memory efficiency, the ME may analyse all Extension1 records to recognise if the additional or subaddress data to be stored is already existing in EFEXT1. In this case, the ME may use the existing chain or the last part of the existing chain from more than one ADN. The ME is only allowed to store extension data in unused records. If existing records are used for multiple access, the ME shall not change any data in those records to prevent corruption of existing chains.

Erasure:
The ME sends the identification of the information to be erased. The content of the identified record in EFADN is marked as "free".

Request:
The ME sends the identification of the information to be read. The ME shall analyse the data of EFADN  to ascertain, whether additional data is associated in EFEXT1 or EFCCP1. If necessary, then the ME performs the reading procedure on these EFs to assemble the complete ADN/SSC.

Purge:
The ME shall access each EF which references EFEXT1 (EFEXT2) for storage and shall identify records in these files using extension data (additional data or called party subaddress). Note that existing chains have to be followed to the end. All referred Extension1 (Extension2) records are noted by the ME. All Extension1 (Extension2) records not noted are then marked by the ME as "free" by setting the whole record to 'FF'.

NOTE:
Dependent upon the implementation of the ME, and in particular the possibility of erasure of ADN/SSC records by Phase 1 MEs, which have no knowledge of the EFEXT1, it is possible for Extension1 records to be marked as "used space" (not equal to 'FF'), although in fact they are no longer associated with an ADN/SSC record.

The following three procedures are only applicable to service n°2 (FDN).

FDN capability request. The ME shall check the state of service n°2, i.e. if FDN is "enabled" or "disabled". If FDN is enabled, the ME shall only allow outgoing calls as defined in the fixed number dialling description in TS 22.101 [24]. To ascertain the state of FDN, the ME shall check in EFUST and EFEST if FDN is enabled (service activated and available). In all other cases service n°2 is disabled.

FDN enabling is done by activating the FDN service in EFEST.

FDN disabling is done by deactivating the FDN service in EFEST.

The following three procedures are only applicable to service n°6 (BDN).

-
BDN capability request. The ME shall check the state of service n°6, i.e. if BDN is "enabled" or "disabled". To ascertain the state of BDN, the ME shall check in EFUST and EFEST if BDN is "enabled" (service available and activated). In all other cases, the BDN service is "disabled".

-
BDN enabling is done by activating the BDN service in EFEST.

-
BDN disabling is done by deactivating the BDN service in EFEST.

5.3.5
Capability configuration parameters

-
Requirement:
Service n°14 "available".

-
Request:

The ME performs the reading procedure with EFCCP2.

-
Update:

The ME performs the updating procedure with EFCCP2.

-
Erasure:

The ME sends the identification of the requested information to be erased. The content of the 





identified record in EFCCP2 is marked as "free".
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