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There's a limitation for files referenced by type 3 links that must be explicitely stated : 2 files of the same kind (such as EFEXT1) cannot be referred to by a type 3 link.
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The restriction on files referred by type 3 links is added. 
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Inconsistencies within the specification.
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Section 4.4.2.1, 4.4.2.14




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

An equivalent CR is needed for the REL-4.

4.4.2.14
Phonebook restrictions

This subclause lists some general restrictions that apply to the phonebook:

· if an EFPBR file contains more than one record, then they shall all be formatted identically on a type-by-type basis, e.g. if EFPBR record #1 contains one type 1 e-mail then all EFPBR records shall have one type 1 email;

· if an EFPBR record contains more than one reference to one kind of file , such as two EFEMAIL files, then they shall all  be formatted identically on a type-by-type basis, e.g. if an EFPBR record has 2 email addresses, then they shall have the same record size and the same number of records in each EFPBR entry;

· an EFPBR record may contain TLV entries indicating that the file exist as a type 1 and 2 file, e.g. a phonebook entry may have two emails, one with a one-to-one mapping  (type 1) and one with a indirect mapping (type 2). Regardless of the type, files in all entries shall have the same record configuration.

· an EFPBR record shall not contain more than one occurence of a given kind of file encapsulated in tag 'AA'. For instance, an EFPBR record may only contain one reference to an EFEXT1.
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