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2.1
Normative references

[1]
3GPP TS 01.04: "Abbreviations and acronyms".

[2]
3GPP TS 02.48: "Security Mechanisms for the SIM Application Toolkit - Stage 1".

[3]
3GPP TS 03.40: "Technical realization of the Short Message Service (SMS) Point-to-Point (PP)".

[4]
3GPP TS 04.11: "Point‑to‑Point (PP) Short Message Service (SMS) support on mobile radio interface".

[5]
3GPP TS 11.11: "Specification of the Subscriber Identity Module ‑ Mobile Equipment (SIM ‑ ME) interface".

[6]
3GPP TS 11.14: "Specification of the SIM Application Toolkit for the Subscriber Identity Module ‑ Mobile Equipment (SIM ‑ ME) interface".

[7]
ISO/IEC 7816-4: "1995 Information technology -- Identification cards -- Integrated circuit(s) cards with contacts -- Part 4: Interindustry commands for interchange".

[8]
ISO/IEC 7816-6:1996 "Identification cards -- Integrated circuit(s) cards with contacts -- Part 6: Interindustry data elements".

[9]
ISO 8731-1:1987 "Banking -- Approved algorithms for message authentication -- Part 1: DEA".

[10]
ISO/IEC 10116:1997 "Information technology -- Security techniques -- Modes of operation for an n-bit block cipher".

[11]
3GPP TS 03.41: "Technical realisation of Short Message Service Cell Broadcast (SMSCB)".

[12]
3GPP TS 04.12: "Short Message Service Cell Broadcast (SMSCB) support on the mobile radio interface".

[13]
3GPP TS 03.38: "Alphabets and language-specific information".

[14]
Open Platform Card Specification version 2.0.1 (see http://www.globalplatform.org)

[15]

3GPP TS 03.19: "Subscriber Identity Module Application Programming Interface (SIM API); SIM API for Java Card™; Stage 2".
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