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6.10
Application independent files
The subclause provides tests to ensure that the IUT contains all of the EFs need for a 3GPP session.

6.10.1
Definition and applicability

The Elementary Files described in TS 102.221 [1], clause 13 are required on the UICC in order for a 3GPP session to be carried out.

6.10.2
Conformance requirement

The following conformance requirements refer to the tables for each EF in TS 102.221 [1], clause 13.

CR1
Each existing EF shall be selectable under the MF using the identifier given in the table for that EF.

CR2
All mandatory EFs shall exist on the UICC.

CR3
The identifier of the EF shall be that given in the table for that EF.
CR4
The type and structure of the EF shall be that given in the table for that EF.
CR5
The file size shall be at least that given in the table for that EF.

CR6
The short file identifier shall exist if it is mandatory in the table for that EF.
CR7
The access conditions shall be those given in the table for that EF. 

Reference: TS 102.221 [1], clause 13.
Test Group Reference (TGR): TGR_USIM_TP102.221_APF

Test Procedure Reference (TPR): TPR_USIM_TP102.221_APF

6.10.3
Test purpose

To verify that the UICC conforms to the above requirements.

NOTE:
The contents and coding of the data within the files are not tested, but shall conform to the respective contents and coding of the data given for each file in TS 102.221 [1], clause 13.

6.10.4
Method of test

Initial conditions
1) The UICC shall be connected to a ME simulator.
Test procedure
a)
The ME simulator shall reset the UICC.

b)
The ME simulator shall send a STATUS command to the UICC.


TLV DO with tag '83' in the response data shall indicate the identifier of the MF '3F 00'.
The status condition returned by the UICC shall be SW1 = '90', SW2 = '00' - normal ending of the command [CR1].
c)
The ME simulator shall send a SELECT command to the UICC to select the first EF clause 13 of TS 102.221 [1].


The status condition returned by the UICC shall be SW1 = '90', SW2 = '00' - normal ending of the command [CR1, CR2].
The following shall be true of the response data:

-
TLV DO with tag '83' shall indicate the identifier of the file selected [CR3];

-
TLV DO with tag '82' shall not be '38' and '78' indicating EF [CR4];

-
TLV DO with tag '82' shall indicate the structure given in the table for the file in clause 13 of TS 102.221 [1] [CR4];

-
TLV DO with tag '80' shall be at least the minimum file size given in the table for the file in clause 13 of TS 102.221 [1]. if the EF is transparent [CR5];
-
Byte 3 and 4  of TLV DO with tag '82' shall be in accordance with the record length given in the table for the file in clause 13 of TS 102.221 [1]. if the EF is linear fixed or cyclic [CR5];
-
TLV DO with tag '80' shall be an integer multiple of the record length if the EF is linear fixed or cyclic [CR5];
-
TLV DO with tag '88' shall indicate the short file identifier given in the table for the file in clause 13 of TS 102.221 [1] [CR5, CR6];

-
TLV DO with tag '86' or '8B' or '8C' or 'AB' shall indicate the access conditions given in the table for the file in clause 13 of TS 102.221 [1] [CR8].
d)
Steps a) to c) shall be repeated for the remaining mandatory EFs in clause 13 of TS 102.221 [1].

e)
Steps a) to c) shall be repeated for the existing optional EFs in clause 13 of TS 102.221 [1].
7
Test Procedure (31.102)

This clause details each of the tests in each of the test groups within the Test Group TP31.102. This test suite allows testing of the IUT against the base specification with respect to:


-
Contents of the Elementary Files


-
Security Features supported by USIM


-
USIM commands
7.1
Contents of the Elementary Files (EF)

The subclause provides tests to ensure that the IUT contains all of the EFs need for a Telecom session.

7.1.1
Definition and applicability

The Elementary Files described in 3G TS 31.102 [3], clause 4 are required on the UICC in order for a 3GPP session to be carried out.

The contents of these files are not tested as they are card/personalisation specific. 

7.1.2
Conformance requirement

The following conformance requirements refer to the tables for each EF in 3G TS 31.102 [3], clause 4.

CR1
Each existing EF shall be selectable under the respective DF using the identifier given in the table for that EF.

CR2
All mandatory EFs shall exist on the UICC.

CR3
The identifier of the EF shall be that given in the table for that EF.
CR4
The type and structure of the EF shall be that given in the table for that EF.
CR5
The file size shall be at least that given in the table for that EF.

CR6
The short file identifier shall be those given in the table for that EF.

CR7
The short file identifier shall exist if it is mandatory in the table for that EF.
CR8
The access conditions shall be those given in the table for that EF. 

Reference: 3G TS 31.102 [3], clause 4.

Test Group Reference (TGR): TGR_USIM_TP31.102_CEF

Test Procedure Reference (TPR): TPR_USIM_TP31.102_CEF

7.1.3
Test purpose

To verify that the UICC conforms to the above requirements.

NOTE:
The contents and coding of the data within the files are not tested, but shall conform to the respective contents and coding of the data given for each file in 3G TS 31.102 [3], clause 4.

7.1.4
Method of test

Initial conditions
1)
The UICC shall be connected to a ME simulator.

Test procedure
a)
The ME simulator shall reset the UICC.

b)
The ME simulator shall send a SELECT command to the UICC to select the respective DF for the first EF in clause 4 of 3G TS 31.102 [3].


The status condition returned by the UICC shall be SW1 = '90', SW2 = '00' - normal ending of the command [CR1].
c)
The ME simulator shall send a SELECT command to the UICC to select the first EF in clause 4 of 3G TS 31.102 [3].


The status condition returned by the UICC shall be SW1 = '90', SW2 = '00' - normal ending of the command [CR1, CR2].
The following shall be true of the response data:

-
TLV DO with tag '83' shall indicate the identifier of the file selected [CR3];

-
TLV DO with tag '82' shall not be '38' and '78' indicating EF [CR4];

-
TLV DO with tag '82' shall indicate the structure given in the table for the file in clause 4 of 3G TS 31.102 [3] [CR4];

-
TLV DO with tag '80' shall be at least the minimum file size given in the table for the file in clause 4 of 3G TS 31.102 [3]. if the EF is transparent [CR5];

-
Byte 3 and 4 of TLV DO with tag '82' shall be in accordance with the record length given in the table for the file in clause 4 of 3G TS 31.102 [3]. if the EF is linear fixed or cyclic [CR5];

-
TLV DO with tag '80' shall be an integer multiple of the record length if the EF is linear fixed or cyclic [CR5];

-
TLV DO with tag '88' shall indicate the short file identifier given in the table for the file in clause 4 of 3G TS 31.102 [3] [CR5, CR6];

-
TLV DO with tag '86' or '8B' or '8C' or 'AB' shall indicate the access conditions given in the table for the file in clause 4 of 3G TS 31.102 [3] [CR8].

d)
Steps a) to c) shall be repeated for the remaining mandatory EFs clause 4 of 3G TS 31.102 [3].

e)
Steps a) to c) shall be repeated for the existing optional EFs clause 4 of 3G TS 31.102 [3].
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