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6.2 Applet Triggering

…

The ME shall not be adversely affected by the presence of applets on the SIM card. For instance a syntactically correct Envelope shall not result in an error status word in case of a failure of an applet. The only application as seen by the ME is the SIM application. As a result, a toolkit applet may throw an exception, but this error shall not be sent to the ME.

The difference between a Java Card applet and a Toolkit applet is that the latter does not handle APDUs directly. It will handle higher level messages. Furthermore the execution of a method could span over multiple APDUs, in particular, the proactive protocol commands (Fetch, Terminal Response). 

As seen above, when the GSM applet is the selected application and when a toolkit applet is triggered the select() method of the toolkit applet shall not be launched since the toolkit applet itself is not really selected.

Here after are the events that can trigger a toolkit applet :

EVENT_PROFILE_DOWNLOAD

Upon reception of the Terminal Profile command by the SIM, the SIM Toolkit Framework stores the ME profile and then triggers the registered toolkit applets which may want to change their registry. A toolkit applet may not be able to issue a proactive command.

…

6.6
Handler availability

The system handlers : ProactiveHandler, ProactiveResponseHandler, EnvelopeHandler and EnvelopeResponseHandler are Temporary JCRE Entry Point Object as defined in the Java Card Runtime Environment Specification [8].

The following table describes the minimum availability of the handlers for all the events at the invocation of the processToolkit method of the toolkit applet.

Table 1: Handler availability for each event

	EVENT_
	Reply busy
	ProactiveHandler
ProactiveResponseHandler
	EnvelopeHandler
	EnvelopeResponseHandler
	Nb of triggered / registrered Applet

	_FORMATTED_SMS_PP_ENV
	Y
	Y
	Y
	Y
	1 / n (per TAR)

	_FORMATTED_SMS_PP_UPD
	N
	Y
	Y
	N
	1 / n (per TAR)

	_UNFORMATTED_SMS_PP_ENV
	Y
	Y
	Y
	Y
	n / n

	_UNFORMATTED_SMS_PP_UPD
	N
	Y
	Y
	N
	n / n

	_FORMATTED_SMS_CB
	Y
	Y
	Y
	N
	1 / n (per TAR)

	_UNFORMATTED_SMS_CB
	Y
	Y
	Y
	N
	n / n

	_MENU_SELECTION
	Y
	Y
	Y
	N
	1 / n (per Item Id)

	_MENU_SELECTION_HELP_REQUEST
	Y
	Y
	Y
	N
	1 / n (per Item Id)

	_CALL_CONTROL
	N
	Y/N (see Note 2)
	Y
	Y
	1 / 1

	_SMS_MO_CONTROL
	N
	Y/N (see Note 2)
	Y
	Y
	1 / 1

	_TIMER_EXPIRATION
	Y
	Y
	Y
	N
	1/ 8 (per timer) (see Note 1)

	_EVENT_DOWNLOAD
	
	
	
	
	

	   _MT_CALL
	Y
	Y
	Y
	N
	n / n

	   _CALL_CONNECTED
	Y
	Y
	Y
	N
	n / n

	   _CALL_DISCONNECTED
	Y
	Y
	Y
	N
	n / n

	   _LOCATION_STATUS
	Y
	Y
	Y
	N
	n / n

	   _USER_ACTIVITY
	Y
	Y
	Y
	N
	n / n

	   _IDLE_SCREEN_AVAILABLE
	Y
	Y
	Y
	N
	n / n

	   _LANGUAGE_SELECTION
	Y
	Y
	Y
	N
	n / n

	   _BROWSER_TERMINATION
	Y
	Y
	Y
	N
	n / n

	   _CARD_READER_STATUS
	Y
	Y
	Y
	N
	n / n

	_UNRECOGNIZED_ENVELOPE   
	Y
	Y
	Y
	Y
	n / n

	_STATUS_COMMAND
	N
	Y/N (see Note 2)
	N
	N
	n / n

	_PROFILE_DOWNLOAD   
	N
	Y/N (see Note 2)
	N
	N
	n / n

	

	NOTE 1:
One toolkit applet can register to several timers, but a timer can only be allocated to one toolkit applet.

NOTE 2:
Y/N means that handlers may / may not be available depending whether a proactive session is ongoing.
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