Page 1



3GPP T3 (USIM) ad hoc #28 (Rel-4 issues)

Sophia, 26 - 28 February, 2001
Tdoc T3z010298

CR-Form-v3

CHANGE REQUEST



(

31.111
CR
CR-Num
(

rev

(

Current version:
4.1.0
(




Proposed change affects:
(

(U)SIM

ME/UE
X
Radio Access Network

Core Network




Title:
(

Precisions on the PlayTone command




Source:
(

France Telecom




Work item code:
(

TEI

Date: (

28 February 2001







Category:
(

C

Release: (

REL-4
(Release 4)


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The PlayTone command is not interpreted in the same way for all ME’s on the market. 






Summary of change:
(

For the PlayTone command, this CR precises:

· What is meant by ringing tone






Consequences if 
(

not approved:
Different behaviours of the MEs for this command.
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Other comments:
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8.16
Tone

Editor's Note: Reference on 02.40 must be changed.

Byte(s)
Description
Length

1
Tone tag
1

2
Length = '01'
1

3 
Tone
1

-
Tone:

-
contents: Tones can be either the standard supervisory tone, as defined in GSM 02.40 [22], or proprietary tones defined by the ME manufacturer. The code values for proprietary tones shall be supported by the ME. If proprietary tones are not supported the ME shall map these codings to tones that it can generate. The tones to be used are left as an implementation decision by the manufacturer;

-
coding:

-
standard supervisory tones:

-
'01' Dial tone;

-
'02' Called subscriber busy;

-
'03' Congestion;

-
'04' Radio path acknowledge;

-
'05' Radio path not available / Call dropped;

-
'06' Error / Special information;

-
'07' Call waiting tone;

-
'08' Ringing tone.

-
ME proprietary tones:

-
'10' General beep;

-
'11' Positive acknowledgement tone; 
· '12' Negative acknowledgement or error tone,
· '13' Default Ringing Tone set for Speech Incoming Call in the User Alert Profile,

· '14' Alert Tone set for Incoming SMS in the User Alert Profile.
All other values are reserved.
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