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1
Introduction

In TR 25.913 in section 8.4 bullet g) there is a mistake identified which reads now: 

“Non-active terminals (such as one being in Release 6 idle mode or CELL_PCH) which support UTRAN and/or GERAN in addition to E-UTRAN shall not need to monitor paging messages only from one of GERAN, UTRA or E-UTRA”.

The paragraph could be understood that the UE has to listen to all paging channels of all mentioned RATs in parallel. In our interpretation the UE shall only listen to the paging channel in the cell the UE is currently camped on. 

The updated text is included in the next section of this contribution.

2
Text proposal TR 25.913

8.4
Co-existence and interworking with 3GPP RAT

The following requirements are applicable to inter-working between E-UTRA and other 3GPP systems:

a)
E-UTRAN Terminals supporting also UTRAN and/or GERAN operation should be able to support measurement of, and handover from and to, both 3GPP UTRA and 3GPP GERAN systems correspondingly with acceptable impact on terminal complexity and network performance.

b)
E-UTRAN is required to efficiently support inter-RAT measurements with acceptable impact on terminal complexity and network performance, by e.g. providing UE's with measurement opportunities through downlink and uplink scheduling.

c)
The interruption time during a handover of real-time services between E-UTRAN and UTRAN is less than 300 msec
d)
The interruption time during a handover of non real-time services between E-UTRAN and UTRAN should be less than 500 msec

e)
The interruption time during a handover of real-time services between E-UTRAN and GERAN is less than 300 msec
f)
The interruption time during a handover of non real-time services between E-UTRAN and GERAN should be less than 500 msec
g)
Non-active terminals (such as one being in Release 6 idle mode or CELL_PCH) which support UTRAN and/or GERAN in addition to E-UTRAN shall not need to monitor paging messages from more than one of 3GPP RATs (GERAN, UTRA or E-UTRA).
h)
The interruption time during a handover between an E-UTRA broadcast stream and a UTRAN unicast stream providing the same service (e.g. same TV channel) is less than FFS. (Value to be agreed following SA guidance)

i)
The interruption time during a handover between an E-UTRA broadcast stream and a GERAN unicast stream providing the same service (e.g. same TV channel) is less than FFS. (Value to be agreed following SA guidance)

j)
The interruption time during a handover between an E-UTRA broadcast stream and a UTRAN broadcast stream providing the same service (e.g. same TV channel) is less than FFS. (Value to be agreed following SA guidance)
The above requirements are for the cases where the GERAN and/or UTRAN networks provide support for E-UTRAN handover.

Reduction in network and terminal complexity and cost by not mandating support for the measurements and handovers to/from GERAN/UTRAN should be considered.

Note:
The interruption times above are to be considered as maximum values. These values may be revisited when the overall architecture and the E-UTRA physical layer has been defined in more detail.
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