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· This file is used to log LTE 36331 ASN:1 Review Class 0 and Class 1 issues.
0. Trivial e.g. editorials, commas, colon, misspelling, missing/ double spaces, italics etc. 

1. Minor e.g. quite straightforward changes e.g. correction/ addition of specification references or sub-clauses 

· Fill in the columns, see example.
· Make sure the inserted specification text is unique, such that the location of the issue is simple to find.
· Avoid indicating duplicated issues by checking if the concerned specification text is already reported in the table.
· Step the file name v(x) -> v(x+1) and upload to ftp server.
· The “status” column will be filled in by the ASN.1 review moderator.
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3GPP
Class 0 and Class 1 issues
	Issue number
	Copied existing specification text.
Text should be unique, so that it can be easily found in the specification.
If needed, add also the new text.
	Comment/description/
correction
	Email address 
	Status

	Ex 1
	2>	derive the KUPint key associated with the integrityProtAlgorithm indicated in the SecurityModeCommand message, as specified in TS 33.501 [11];
	Missing italics.
	hakan.l.palm@ericsson.com
	

	Ex 2
	PUSCH scheduled by RAR UL grant (see 38.213 clause 8.3 and 38.214 clause 6.1.2.2) and uses interlaced PUCCH Format 0, 1, 2, and 3 for cell-specific PUCCH (see TS 38.213 [13], clause 9.2.1).
	Incorrect reference, should be 9.2.101.
	hakan.l.palm@ericsson.com
	

	Insert issues from here

	1
	2> if UE has sent RRCConnectionResumeRequest message and has not received RRCConnectionResume message:
3>  reset MAC;
3>  if UE is resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.1:

	Reference is incorrect i.e. should be 5.3.3.18
	uphuyal@qti.qualcomm.com
	

	2
	NOTE 2 In case of DRB reconfiguration at a DAPS HO, the reconfiguration is applied to the entities/resources for the target PCell
	A colon is missing (after 2)
	[bookmark: _GoBack]uphuyal@qti.qualcomm.com
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