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[bookmark: _CR5_18_1][bookmark: _CR5_18_4]* * * * First change (all text new) * * * *
[bookmark: _CR5_2_6_1][bookmark: _Toc170197969]4.X.Y	Energy related information collection and exposure
The procedure is used by the EIF to collect the energy related information and expose the energy information to the Consumer NF. 



Figure 4.X.Y-1: Energy related information collection and exposure
1.	The Consumer NF (i.e., AF or internal 5GC NF) subscribes the energy information exposure services of EIF by sending Neif_EnergyInfoExposure_Subscribe.
If the Consumer is AF, the subscription is sent via NEF. If the event subscription is authorized by the NEF, then the NEF sends the event subscription to the EIF via Neif_EnergyInfoExposure_Subscribe.
	Consumer NF may indicate the following information for Neif_EnergyInfoExposure_Subscribe:
-	 Required granularities, which defines the required granularities that the energy related parameters are related to to, e.g., SUPI, S-NSSAI, Application Identifier;
-	Requested Energy related parameter(s), which indicates what Energy related parameters are requested for the required granularities, the Energy related parameters are as defined in clause 5.X.Y of TS 23.501 [2]);
-	Reporting mode, which defines the type of reporting requested (e.g., periodic reporting).
-    Time window for the energy collection and caculation. 
Editor's note:	Whether other operations (i.e., step1b and 7b) could triger the energy related information collection is FFS.
2.	The EIF invokes Nudm_UECM_Get service operation to retrieve the SMF for the Target of reporting as indicated in step1.
The UDM provides a Nudm_UECM_Get response with the corresponding SMF ID.
3.  The EIF sends the Nsmf_EventExposure Subscription request to the SMF to request the data volume of the required granularity for the time window as indicated in step1. 
4	The SMF selects the UPFs and requests the UPFs to report the data volume of the required granularity for the time window.
5. The SMF notifies the data volume to EIF by invoking Nsmf_EventExposure_Notify service operation, providing the data volume of the required granularities in each UPF, UPF ID(s) and RAN IDs.
NOTE 1:	The SMF can derive RAN IDs.
6.   The EIF sends the request to the OAM with providing NG-RAN node identifier and UPF ID(s) to retrieve the Node-level energy consumption information and Node-level data volume for the time window. 
7.  After the calculation and determination of the energy information in the EIF, the EIF reports the energy information required to the Consumer NF via Neif_EnergyInfoExposure_Notify.

* * * * Second change (all text new) * * * *
[bookmark: _Toc170198516][bookmark: _Toc20204512][bookmark: _Toc27895211][bookmark: _Toc36192308][bookmark: _Toc45193421][bookmark: _Toc47593053][bookmark: _Toc51835140][bookmark: _Toc170198129]5.2.X	EIF Services
[bookmark: _CR5_2_26_1][bookmark: _Toc170198517]5.2.X.1	General
The following table shows the EIF Services and EIF Service Operations.
[bookmark: _CRTable5_2_26_11]Table 5.2.X.1-1: NF services provided by the EIF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Neif_EnergyInfoExposure
	Subscribe
	Subscribe/Notify
	NEF, PCF, AF

	
	Unsubscribe
	Subscribe/Notify
	NEF, PCF, AF

	
	Notify
	Subscribe/Notify
	NEF, PCF, AF


5.2.X.2	Neif_EnergyInfoExposure service
[bookmark: _CR5_2_6_2_1][bookmark: _Toc20204513][bookmark: _Toc27895212][bookmark: _Toc36192309][bookmark: _Toc45193422][bookmark: _Toc47593054][bookmark: _Toc51835141][bookmark: _Toc170198130]5.2.X.2.1	General
[bookmark: _Toc20204514]Service description: The service provides the energy related information to the consumer NFs. There are several operations for this service:
-	Notifying the energy related information to other NFs.
-	Allow consumer NFs to subscribe and unsubscribe for energy related information.
The following service operations are defined for the Neif_EnergyInfoExposure service:
-	Neif_EnergyInfoExposure_Subscribe.
-	Neif_EnergyInfoExposure_Unsubscribe.
-	Neif_EnergyInfoExposure_Notify.
Editor's note:	Whether and what other EIF service operations need to be defined is FFS.

[bookmark: _CR5_2_6_2_2][bookmark: _Toc27895213][bookmark: _Toc36192310][bookmark: _Toc45193423][bookmark: _Toc47593055][bookmark: _Toc51835142][bookmark: _Toc170198131]5.2.X.2.2	Neif_EnergyInfoExposure_Subscribe service operation
Service operation name: Neif_EnergyInfoExposure _Subscribe
Description: the consumer subscribes to receive the energy related information from the network, or the subscription is updated if the same subscription is already existing in EIF.
Inputs, Required: Requested Energy related parameter(s) (e.g., Energy Consumption information) as defined in clause 5.X.Y of TS 23.501 [2], Reporting mode (e.g., periodic reporting), Target of Reporting (e.g., SUPI, UE address(es), S-NSSAI, Flow description(s), Application Identifier), Notification Target Address (+ Notification Correlation ID), Time window.
Inputs, Optional: External Application Identifier(s), Reporting granularity (i.e., per UE, per PDU Session, per QoS flow, per application), Reporting periodicity, Indication on supported policy control or actions for network energy saving, Subscription Correlation ID (in the case of modification of the event subscription), Expiry time.
Outputs, Required: When the subscription is accepted: Subscription Correlation ID, Expiry time (required if the subscription can be expired based on the operator's policy).
Outputs, Optional: First corresponding energy related information report is included, if available.
[bookmark: _CR5_2_6_2_3][bookmark: _Toc20204515][bookmark: _Toc27895214][bookmark: _Toc36192311][bookmark: _Toc45193424][bookmark: _Toc47593056][bookmark: _Toc51835143][bookmark: _Toc170198132]5.2.X.2.3	Neif_EnergyInfoExposure_Unsubscribe service operation
Service operation name: Neif_EnergyInfoExposure_Unsubscribe
Description: the NF consumer deletes a subscription if already defined in EIF.
Inputs, Required: Subscription Correlation ID.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _CR5_2_6_2_4][bookmark: _Toc20204516][bookmark: _Toc27895215][bookmark: _Toc36192312][bookmark: _Toc45193425][bookmark: _Toc47593057][bookmark: _Toc51835144][bookmark: _Toc170198133]5.2.X.2.4	Neif_EnergyInfoExposure_Notify service operation
Service operation name: Neif_EnergyInfoExposure_Notify
Description: EIF reports the energy related information to the consumer that has previously subscribed.
Inputs, Required: Energy related information as required granularities, Notification Correlation Information, time stamp.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

* * * End of changes * * * 
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