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1. Overall Description:
SA4 thanks RAN2 LS in S4-241810/R2-2409272 on multi-modality awareness, and would like to provide the feedback as following. 
	· RAN2 considers that based on multi-modal information:
· The gNB may perform joint admission control. Details can be left up to RAN3 in potential WI phase. 
· The gNB may consider this information during QoS flow to DRB mapping (up to gNB implementation)


Answer: From SA4 perspective, the multi-modal information indicates the association among different media flows and gNB can could jointly schedule handle these flows accordingly as agreed in RAN2. For joint admission control, it is recommended that gNB should try to grant all associated QoS Flows as a whole instead of rejecting all due to one or some of QoS Flows cannot be established.  

	· For DL, whether traffic synchronization (on a per packet basis) can be achieved depends on whether packet level synchronization information can be provided from CN to RAN.
· RAN2 thinks PDU Set discard across QoS flows of the same multi-modal service based on the dependency information between the mutli-modal flows can only be achieved in case the synchronization information can be available at the UE which is up to SA2/SA4.


Answer:  For DL, whether packet level synchronization information can be provided from CN to RAN depends on SA2 consensus. However, from application perspective, there are well-defined mechanisms to keep synchronizations among different media flows, e.g. RTP timestamps, jitter buffering mechanism in the RTP client. No real benefits can be seen for gNB to perform the packet level synchronization for both split rendering XR services and the conversational services. For UL, the dependency information among multi-modal flows can may be known for the RTC client and how the UE (i.e. 5G Modem) can obtains this depends via on UE-internal implementation specific methods. However, discarding the PDU/PDU Set is not recommended as mentioned in Rel-18.   

2. Actions:
To RAN2, RAN3, SA2 group.
ACTION: 	SA4 asks RAN2, RAN3 and SA2 group to take the above into account and provide feedback if any.

3. Date of Next TSG SA WG4 Meetings:
TSG-SA4 Meeting #131		17th – 21st Jan, 2025			Geneva, CH
TSG-SA4 Meeting #131-bis-e	11th – 17th Apr, 2025			Online

