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In GSM 09.18, in the Paging for non GPRS services procedure (when the MSC/VLR uses the SGSN to page the MS), it is stated in section 5.2.1 and 5.3 that: 

· “If the state of the association is Gs-NULL and the restoration indicator ‘Confirmed by Radio Contact’ is set to ‘false’, the VLR shall also perform a search procedure as specified in GSM 03.18.”

· If the restoration indicator ‘SGSN-Reset’ at the SGSN is set to ‘true’ and if the BSSAP+ PAGING REQUEST message does not include the LAI IE, the SGSN may page in all the routeing areas served by the SGSN that are also served by the sending VLR. 

In these cases the paging messages are sent by the SGSN and the MSC/VLR in the same routing areas zones which results in a useless load of the network, especially if the MS responds to a PAGING message sent by the SGSN.

Therefore, this CR adds the possibility for the MSC/VLR to trigger the search procedure only if the Paging procedure has failed through the SGSN. 
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Paging for non-GPRS services procedure

5.1
General description

This procedure is used by the VLR to send a BSSAP+-PAGING-REQUEST message to an MS via the GPRS service. This procedure applies to MSs that are simultaneously IMSI attached for GPRS services and non-GPRS services. The procedure can be performed simultaneously with any other procedure at the Gs interface.

5.2
Procedures in the VLR

The VLR shall handle the timers, queuing and retransmission for sending the BSSAP+-PAGING-REQUEST message on the Gs interface in the same way that it handles the sending of a PAGING message on the A interface.

5.2.1
Paging Initiation

When a VLR has to page a GPRS MS it shall check whether the MSC has an SCCP connection for that MS. If no SCCP connection exists the VLR checks the state of the association to an SGSN and the value of the restoration indicators for that MS. The VLR sends BSSAP+-PAGING-REQUEST messages to the SGSN if the state of the association for the MS is Gs-ASSOCIATED, LA-UPDATE-PRESENT or if the state of the association is Gs-NULL and the ‘Confirmed by Radio Contact’ restoration indicator is set to ‘false’. The sending of the BSSAP+-PAGING-REQUEST message does not change the state of the association with  the SGSN.

If the ‘Confirmed by Radio Contact’ restoration indicator is set to ‘true’, the VLR shall include the Location area identifier IE into the BSSAP+-PAGING-REQUEST message, otherwise (i.e. after a VLR failure) the Location area identifier IE shall not be included. When sending the BSSAP+-PAGING-REQUEST message, the VLR shall start timer T5.

If the state of the association is Gs-NULL and the restoration indicator ‘Confirmed by Radio Contact’ is set to ‘false’, the VLR shall also perform a search procedure as specified in GSM 03.18 after the Paging procedure has failed through the SGSN.

5.2.2
Paging Response

The VLR stops the paging procedure on expiry of timer T5 or on receipt of an SCCP connection establishment containing the Initial L3 message from the MS via the A interface.

5.2.3
Paging Failure

On receipt of a BSSAP+-PAGING-REJECT message before the timer T5 expires, the VLR stops timer T5, the association is moved to the Gs-NULL state and within this state the association is marked with the contents of the Gs Cause IE.

5.2.4
MS unreachable

On receipt of a BSSAP+-MS-UNREACHABLE message before the timer T5 expires, the VLR stops timer T5 and the paging procedure for that paging request towards the SGSN is stopped. The state of the association at the VLR is not changed.
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SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"







SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.







MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".







CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".
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