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N2B000001
TBD (Masahiro)
NTT DoCoMo


N2B000002
Proposed modifications of TS 23.119
NTT DoCoMo


N2B000003
Proposal to send a LS to R3 on Out of band Transcoder control
NTT DoCoMo


N2B000004
CR 23.018-029 on Parallel handling of multiple PDP contexts
Ericsson Spain


N2B000005
LS on location and control of speech codec
S2


N2B000006
Proposed answer Liaison Statement to SA WG2 on "Basic principles of QoS interoperation
S2


N2B000007
Reply to: “LS on Open Issues on 3G to 2G Handover (packet Switched domain)
S1


N2B000008
CR 23.018-030 on Correction of the SDL diagram for Pre-paging
NTC


N2B000009
The interaction between the GLR and Super-Charger
Fujitsu


N2B000010
GTP specification for GLR
Fujitsu


N2B000011
CR 29.060-033 on Addition of Radio Priority to the MM Context and PDP Context IEs
MotorolaNorway


N2B000012
CR 29.060-034 on Removal of redundant information from the PDP Context IE
Motorola Norway


N2B000013
CR 29.060-035 on Addition of Packet Flow Id to the PDP Context IE
Motorola Norway


N2B000014
CR 29.060-036 on Change the attribution of the PDP Context IE
NEC


N2B000015
CR 29.060-037 on Add cause value
NEC


N2B000016
CR 29.060-038 on Addition of NSAPI to GGSN-initiated Update PDP Context
Fujitsu


N2B000017
Draft Stage 1.5 for Multicall
NTT Commware


N2B000018
The addition of SDL diagrams to GLR Stage2 specification
NTC


N2B000019
CR 23.007-004 on Support of VLR and HLR Data Restoration procedures with LCS
T1P1.5


N2B000020
LS on TrFO, Codec List and TFO Status
S4


N2B000021
LS on Emergency calls using IMEI as UE identifier
N1


N2B000022
LS on Common Communication Mechanism to be used by the Cell Broadcast Service
R3


N2B000023
LS on usage of NSAPI, RB identity, RAB ID and TEID
R3


N2B000024
Reply to: “LS on Open Issues on 3G to 2G Handover (packet Switched domain)”
S1


N2B000025
LS on usage of NSAPI, RB identity, RAB ID and TEID
S2


N2B000026
Liaison statement to N1 and N2 concerning QoS parameter mapping between R97/98 and R99
S2


N2B000027
Liaison Statement on the concern about the definition of the Service Area identity
S2


N2B000028
Liaison Statement on usage of RANAP over MAP/E at intra UMTS inter MSC handover/relocation
S2


N2B000029
Liaison Statement on CDR creation for non-charging liable subscriptions
S2


N2B000030
Liaison Statement clarifying terms related to the naming of PDP contexts created with the 'PDP Context Activation Procedure'  and with the 'Secondary PDP Context Activation Procedure'
S2


N2B000031
Liaison statement on the application of IST to emergency calls
SMG10 and S3


N2B000032
Response to Liaison statement from TSG-CN2 on Required Super-charger Enhancements
T1


N2B000033
Response to liason statement on the interaction between MMS, SAT, MExE, non-MExE terminals and Camel/Open Service Architecture
T2/SWG1 (MExE)


N2B000034
LS on Information on Common Communication Mechanism to be used by the Cell Broadcast Service
T2


N2B000035
TS 29.120 v1.0.1
NTT Commware


N2B000036
Priorisation of MAP application context related to VGCS/VBS
Siemens


N2B000037
QoS- Subscribed field enhancements
Siemens


N2B000038
CR 29.060-039 on Alignments of Message Type value
NTT Software


N2B000039
Coordination plan to complete Multicall in R99 (Ver.1)
NTT DoCoMo


N2B000040
Multicall basic concept
NTT DoCoMo


N2B000041
CR 09.60-A080 on Ordering of repeated Information Elements in GTP for R'97 
Nortel Networks


N2B000042
CR 09.60-A081 onOrdering of repeated Information Elements in GTP for R'98
Nortel Networks


N2B000043
CR 29.060-051 on Ordering of repeated Information Elements in GTP for R'99
Nortel Networks


N2B000044
CR 29.060-040 on Improving charging efficiency
Nokia


N2B000045
CR 29.060-041 on Subscriber and equipment trace for PS domain
Nokia


N2B000046
CR 29.002-083 on Privacy notification/verification for call related privacy class
Nokia/T1P1.5


N2B000047
CR 09.02-A280 on Privacy notification/verification for call related privacy class
Nokia/T1P1.5


N2B000048
CR 29.060-042 on Necessity of the function of the calculation an SGSN IP address from the target ID
NTT Commware


N2B000049
CR 23.003-014 on Necessity of the function of the calculation an SGSN IP address from the target ID
NTT Commware


N2B000050
CR 29.060-043 on QoS Profile IE modification
NTT Software


N2B000051
CR 29.060-044 on The addition of the conditional description of the GTP parameters
NTT Software


N2B000052
CR 29.002-084 on Addition of CS Allocation/retention priority
NTT DoCoMo, NTT Software


N2B000053
CR 29.002-085 on Ext-QoS-Subscribed modification
NTT Software


N2B000054
Lack of information on mapping 3GPP CODEC type and Bearer attribution 
NEC


N2B000055
CR 29.002- on various editorial corrections
Ericsson


N2B000056
CR 29.060-044 on Removal of X.25
Ericsson Norway


N2B000057
CR 29.060-045 on Removal of Anonymous Access
Ericsson Norway


N2B000058
CR 29.060-046 on Authentication Clarification
Ericsson Norway


N2B000059
CR 29.060-047 on New relocation message
Ericsson Norway


N2B000060
CR 29.060-048 on Clarification of Information Elements
Ericsson Norway


N2B000061
CR 29.060-049 on Recovery IE in Echo Response
Ericsson Norway


N2B000062
CR 09.60-A031r3 on Use a 3-digit MNC in the TID for R'97
Nortel Networks


N2B000063
CR 09.60-A082 on Use of a 3-digit MNC in the TID for R'98
Nortel Networks


N2B000064
CR 29.060-050 on Payload Type in GTP header
Ericsson Norway


N2B000065
CR 23.008-013 on Correction of LSA Information
Ericsson/Nokia


N2B000066
CR 23.016-010 on Correction of LSA information
Ericsson/Nokia


N2B000066
CR 29.002-087 on Correction of LSA information
Ericsson/Nokia


N2B000067
CR 29.002-089 on Security interworking between release 99 and pre-99 MSC/VLRs
Nokia


N2B000068
Security interworking between release 99 and pre-99 MSC/VLRs for roaming USIMs
Nokia


N2B000069
CR 29.002-090 on Improving GPRS charging efficiency (WI=GPRS)
Nokia


N2B000070
Liaison Statement concerning Transcoder Free operation
S2


N2B000071
Answer to liaison statement from N2 regarding the establishment of a QoS taskforce
S2


N2B000072
CR 29.060-052 on Method for GTP extension headers support
Lucent Technologies


N2B000073
The addition of SDL diagrams to GLR Stage2 specification
NTC


N2B000074




N2B000075




N2B000076




N2B000077



































































































N2-000001
Draft Agenda
Chairman


N2-000002
Tdoc allocation to agenda items
Chairman


N2-000003
Phoenix Report
MCC


N2-000004
Handling of ETSI Public comments on Draft ETSI EN 301 668-1 V1.1.1 (1999-07)
Alcatel


N2-000005
Handling of ETSI Public comments on Draft ETSI EN 301 668-2 V1.1.1 (1999-07)
Alcatel


N2-000006
Summary report on CN plenary meeting number 6, Nice, 13 – 15 December 1999
N2 Chairman


N2-000007
Summary report from the joint meeting s3/N2 for security issues
N2 Chairman


































































































































































