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Reason for change:

An acknowledgement is required for the Initiate Call Attempt operation so that when the gsmSCF initiates a call out of the blue, it can send further instructions in the same dialogue.




Summary of change:

Introduction of an empty Initiate Call Attempt ack




Consequences if 

not approved:
Service limitation when initiating a call out of the blue
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4.5.6.1, 4.5.7.4, 4.5.7.6, 4.6.1.a (new)
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Other comments:

This is listed in the open issues document (N2-010870).
Changes since the previous version: correction of description in section 4.6.1.a.

**** First Modified Section ****
4.5.6.1
Handling of gsmSCF initiated calls in the MSC

… 
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Figure 4.82a: Process CAMEL_ICA_MSC (sheet 1)

…
**** Next Modified Section ****
4.5.7.4
Process CS_gsmSSF and procedures

…

[image: image3.wmf]/* Invocation of CS_gsmSSF */
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Figure 4.92f: Process CS_gsmSSF (sheet 6)
…
**** Next Modified Section ****
4.5.7.6
Process CSA_gsmSSF and procedures

…
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Figure 4.108b: Process CSA_gsmSSF (sheet 2)

…
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Figure 4.108h: Process CSA_gsmSSF (sheet 8)

…
**** New Section ****
4.6.1
gsmSSF to gsmSCF information flows

…
4.6.1.a
Initiate Call Attempt ack

4.6.1.a.1
Description

This IF is the successful response to the Initiate Call Attempt IF.

4.6.1.a.2
Information Elements

This IF contains no information elements.
**** End of Document ****
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