3GPP TS aa.bbb vX.Y.Z (YYYY-MM)
CR page 2

3GPP TSG_CN5 (Open Service Access – OSA)
N5-020029

Meeting #16, Hong Kong, CHINA, 4 – 8 February 2002

Source:
Ultan Mulligan, ETSI PTCC (ultan.mulligan@etsi.fr)

Title:
Connectivity Manager:
Add P_INVALID_INTERFACE_TYPE exception 
to IpService.setCallback() and IpService.setCallbackWithSessionID()

Agenda Item:


Document for:
Decision

Category:


Work Item ID:
RES/SPAN-120076-10

Doc Summary:


Specs involved:
ES 201 915-10

Reason for Change

The 2 methods setCallback() and setCallbackWithSessionID() are both used to pass an interface reference, yet there is no possible exception to indicate if an incorrect interface reference has been passed.

Summary of Change

Add the exception P_INVALID_INTERFACE_TYPE to the exception list of setCallback() and setCallbackWithSessionID()

7.4 Generic Service Interface

7.4.1 Interface Class IpService 

Inherits from: IpInterface 
All service interfaces inherit from the following interface. 

	<<Interface>>

IpService

	

	setCallback (appInterface : in IpInterfaceRef) : void

setCallbackWithSessionID (appInterface : in IpInterfaceRef, sessionID : in TpSessionID) : void




Method

setCallback()

This method specifies the reference address of the callback interface that a service uses to invoke methods on the application.  It is not allowed to invoke this method on an interface that uses SessionID's. 

Parameters

appInterface : in IpInterfaceRef

Specifies a reference to the application interface, which is used for callbacks
Raises

TpCommonExceptions, P_INVALID_INTERFACE_TYPE
Method

setCallbackWithSessionID()

This method specifies the reference address of the application's callback interface that a service uses for interactions associated with a specific session ID: e.g. a specific call, or call leg.  It is not allowed to invoke this method on an interface that does not uses SessionID's. 

Parameters

appInterface : in IpInterfaceRef

Specifies a reference to the application interface, which is used for callbacks
sessionID : in TpSessionID

Specifies the session for which the service can invoke the application's callback interface.
Raises

TpCommonExceptions, P_INVALID_SESSION_ID, P_INVALID_INTERFACE_TYPE
