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	Reason for change:
	TS 23.122 contains the following requirement:

If the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. If no such PLMN was selected or that PLMN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.

It is thus possible to enter the LIMITED-SERVICE substate from the PLMN-SEARCH state if the UE was in manual network selection mode.


	
	

	Summary of change:
	[bookmark: _GoBack]Correct the conditions for entry of the LIMITED-SERVICE substate according to TS 23.122, the UE may enter the LIMITED-SERVICE substate during manual network selection mode.


	
	

	Consequences if not approved:
	Incorrect EMM-DEREGISTERED.LIMITED-SERVICE and EMM-REGISTERED.LIMITED-SERVICE substate entry conditions. 
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[bookmark: _Hlk36463585]*** First change ***
[bookmark: _Toc20217812][bookmark: _Toc27743696][bookmark: _Toc35959267][bookmark: _Toc45202698][bookmark: _Toc45700074][bookmark: _Toc20232498][bookmark: _Toc27746588][bookmark: _Toc36212769][bookmark: _Toc36656946][bookmark: _Toc45286607][bookmark: _Toc45882351][bookmark: _Toc45096318][bookmark: _Toc36210459][bookmark: _Toc27486406][bookmark: _Toc20125209]5.1.3.2.3.3	EMM-DEREGISTERED.LIMITED-SERVICE
The substate EMM-DEREGISTERED.LIMITED-SERVICE is chosen in the UE:, 
-	when it is known that a selected cell is unable to provide normal service (e.g. the selected cell is in a forbidden PLMN, is in a forbidden tracking area or the selected cell is a CSG cell whose CSG ID and associated PLMN identity are not included in the UE's Allowed CSG list or in the UE's Operator CSG List); or
-	in accordance with 3GPP TS 23.122 [6] when the UE is in the EMM-DEREGISTERED.PLMN-SEARCH substate.
*** Next change ***
[bookmark: _Toc20217823][bookmark: _Toc27743707][bookmark: _Toc35959278][bookmark: _Toc45202709][bookmark: _Toc45700085][bookmark: _Toc20232510][bookmark: _Toc27746600][bookmark: _Toc36212781][bookmark: _Toc36656958][bookmark: _Toc45286619]5.1.3.2.4.4	EMM-REGISTERED.LIMITED-SERVICE
The substate EMM-REGISTERED.LIMITED-SERVICE is chosen in the UE:, 
-	if the cell the UE selected is known not to be able to provide normal service; or
-	in accordance with 3GPP TS 23.122 [6] when the UE is in the EMM-REGISTERED.PLMN-SEARCH substate.
