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	Reason for change:
	As per TS 24.501 subsection 5.5.1.2.5 and subsection 5.5.1.3.5, the network shall reject the initial registration request or the mobility and periodic registration update request and set the 5GMM cause value to #62 “No network slices available” when:
a)	all the S-NSSAI(s) included in the requested NSSAI are either rejected for the current PLMN, rejected for the current registration area, or rejected for the failed or revoked NSSAA; and
b)	the UE set the NSSAA bit in the 5GMM capability IE to:
1)	"Network slice-specific authentication and authorization supported" and
i)	there are no subscribed S-NSSAIs marked as default; or
ii)	all subscribed S-NSSAIs marked as default are not allowed; or
2)	"Network slice-specific authentication and authorization not supported"; and
i)	there are no subscribed S-NSSAIs which are marked as default; or
ii)	all subscribed S-NSSAIs marked as default are either not allowed or are subject to network slice-specific authentication and authorization.

In TS 24.501 subsection 4.6.2.1, there is the following description:
“In case all the S-NSSAIs included in the requested NSSAI are either rejected for the current PLMN or rejected for the current registration area, or the requested NSSAI was not included by the UE and there is no subscribed S-NSSAI(s) marked as default, the AMF may reject the registration request.”
which is not accurate for two reasons:
1. The S-NSSAIs included in the requested NSSAI may be rejected for the current PLMN or rejected for the current registration area or rejected for the failed or revoked NSSAA;
1. The situation in above bullet b) is not covered.

It should be stated accurately or add a reference to the corresponding section where this situation is specified accurately.

	
	

	Summary of change:
	It proposes to clarify the condition when the AMF may reject the registration request for no network slices available as follows:
“In case all the S-NSSAIs included in the requested NSSAI are either rejected for the current PLMN or rejected for the current registration area or rejected for the failed or revoked NSSAA, or the requested NSSAI was not included by the UE and there is no subscribed S-NSSAI(s) marked as default, the AMF may reject the registration request. (see subclauses 5.5.1.2.5 and 5.5.1.3.5 for further details)”

	
	

	Consequences if not approved:
	The condition when registration request is rejected for no network slices available is not clearly specified in TS 24.501 subsection 4.6.2.1.
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* * * First Change * * * *
[bookmark: _Toc20232435][bookmark: _Toc27746521][bookmark: _Toc36212701][bookmark: _Toc36656878][bookmark: _Toc45286539]4.6.2.1	General
Upon registration to a PLMN or SNPN (except for the registration procedure for periodic registration update), the UE shall send to the AMF the requested NSSAI which includes one or more S-NSSAIs of the allowed NSSAI for the PLMN or SNPN or the configured NSSAI and corresponds to the network slice(s) to which the UE intends to register with, if:
a)	the UE has a configured NSSAI for the current PLMN or SNPN;
b)	the UE has an allowed NSSAI for the current PLMN or SNPN; or
c)	the UE has neither allowed NSSAI for the current PLMN nor configured NSSAI for the current PLMN and has a default configured NSSAI. In this case the UE indicates to the AMF that the requested NSSAI is created from the default configured NSSAI.
[bookmark: _GoBack]Other than S-NSSAIs contained in the NSSAIs described above, the requested NSSAI can be formed based on the S-NSSAI(s) available in the UE (see subclause 5.5.1.3.2 for further details). In roaming scenarios, the UE shall also provide the mapped S-NSSAI(s) for the requested NSSAI, if available. The AMF verifies if the requested NSSAI is permitted based on the subscribed S-NSSAIs in the UE subscription and optionally the mapped S-NSSAI(s) provided by the UE, and if so then the AMF shall provide the UE with the allowed NSSAI for the PLMN or SNPN, and shall also provide the UE with the mapped S-NSSAI(s) for the allowed NSSAI for the PLMN if available. The AMF shall ensure that there are not two or more S-NSSAIs of the allowed NSSAI which are mapped to the same S-NSSAI of the HPLMN. In case all the S-NSSAIs included in the requested NSSAI are either rejected for the current PLMN or rejected for the current registration area or rejected for the failed or revoked NSSAA, or the requested NSSAI was not included by the UE and there is no subscribed S-NSSAI(s) marked as default, the AMF may reject the registration request. (see subclauses 5.5.1.2.5 and 5.5.1.3.5 for further details).
The set of network slice(s) for a UE can be changed at any time while the UE is registered to a PLMN or SNPN, and the change may be initiated by the network or the UE. In this case, the allowed NSSAI and associated registration area may be changed during the registration procedure or the generic UE configuration update procedure. In addition, using the generic UE configuration update procedure, the network may trigger the registration procedure in order to update the allowed NSSAI.
The UE in NB-N1 mode does not include the requested NSSAI during the registration procedure if the 5GS registration type IE indicates "mobility registration updating", procedure is not initiated to change the slice(s) that the UE is currently registered to, and the UE is still in the current registration area. The AMF does not include the allowed NSSAI during a registration procedure with the 5GS registration type IE indicating "mobility registration updating" except if the allowed NSSAI has changed for the UE. The UE considers the last received allowed NSSAI as valid until the UE receives a new allowed NSSAI.
* * * End of Change * * * *
