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3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AS	Application Server
MiD	Multi-iDentity
MuD	Multi-Device
---------------------------------------- Next Change ----------------------------------------
4.5.2.X	General
The MuD and MiD services are activated at provisioning and deactivated at withdrawal or at the user’s request.
The user of MiD service decides which of its identities are active and can be used for incoming and outgoing calls by changing the "Activated" attribute in the <Shared-identity> or <Delegated-user> elements in the service configuration data.
The user decides if it permits another user to use its native identity.
---------------------------------------- Next Change ----------------------------------------
4.5.2.Y	Activation/deactivation by the user
In order to activate or deactivate an identity for a contact address, the UE shall proceed registration or deregistration procedure of the contact address registered to that identity as described in 3GPP TS 24.229 [3]. An identity may be activated or deactivated for several contact addresses by each contact address being inserted in a separate Contact header field as described in 3GPP TS 24.229 [3]. The identities are to be activated or deactivated may be the identities that the contact addresses have been:
-	explicitly registered or deregistered to; and
-	implicitly registered or deregistered to, in the service profile as configured by the operator.
---------------------------------------- Next Change ----------------------------------------
4.5.2.Z	Activation/deactivation by the application server
During the third party registration as described in 3GPP TS 24.229 [3], the application server shall activate or deactivate the explicitly and implicitly registered identities during the initial filter criteria procedure as described in 3GPP TS 24.229 [3].
The application server shall activate or deactivate any identity mapped to the activated or deactivated identity.
---------------------------------------- End of Change ----------------------------------------

