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MCVideo stage 3 specs do not have any of those private communication lists and hence limiting  is not supported.

In order to support that a user can receive calls from any user, a new option is used to indicate that the list should not be considered and any incoming call should be allowed.
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[bookmark: _Toc20158261][bookmark: _Toc27507809][bookmark: _Toc27508675][bookmark: _Toc27509540][bookmark: _Toc27553670][bookmark: _Toc27554536][bookmark: _Toc27555403][bookmark: _Toc27556267][bookmark: _Toc36036468][bookmark: _Toc45274223][bookmark: _Toc51937952][bookmark: _Toc51939146][bookmark: _Toc59201982]13.1	General
The MCVideo user profile configuration Management Object (MO) is used to configure the MCVideo Client behaviour for the on-network or off-network MCVideo Service. The MCVideo user profile configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCVideo-user-profile:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCVideo user profile MO.
The following nodes and leaf objects are possible under the MCVideo user profile node as described in figure 13.1.1, figure 13.1.2 and figure 13.1.3:



Figure 13.1.1: The MCVideo user profile MO (1 of 3)


Figure 13.1.1: The MCVideo user profile MO (1 of 3)



Figure 13.1.2: The MCVideo user profile MO (2 of 3)


Figure 13.1.2: The MCVideo user profile MO (2 of 3)



Figure 13.1.3: The MCVideo user profile MO (3 of 3)
*** Next change ***
[bookmark: _Toc20158105][bookmark: _Toc27507653][bookmark: _Toc27508519][bookmark: _Toc27509384][bookmark: _Toc27553514][bookmark: _Toc27554380][bookmark: _Toc27555247][bookmark: _Toc27556111][bookmark: _Toc36036311][bookmark: _Toc45273866][bookmark: _Toc51937595][bookmark: _Toc51938789][bookmark: _Toc59201625]13.2.38H1	/<x>/<x>/Common/PrivateCall/UserList
Table 13.2.38H1.1: /<x>/<x>/Common/PrivateCall/UserList
	<x>/Common/PrivateCall/UserList

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node is a placeholder for a list of MCVideo users who can be called in an MCVideo private call.



[bookmark: _Toc20158106][bookmark: _Toc27507654][bookmark: _Toc27508520][bookmark: _Toc27509385][bookmark: _Toc27553515][bookmark: _Toc27554381][bookmark: _Toc27555248][bookmark: _Toc27556112][bookmark: _Toc36036312][bookmark: _Toc45273867][bookmark: _Toc51937596][bookmark: _Toc51938790][bookmark: _Toc59201626]13.2.38H2	/<x>/<x>/Common/PrivateCall/UserList/<x>
Table 13.2.H2.1: /<x>/<x>/Common/PrivateCall/UserList/<x>
	<x>/Common/PrivateCall/UserList/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	OneOrMore
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more list of MCVideo users who can be called in an MCVideo private call.



[bookmark: _Toc20158107][bookmark: _Toc27507655][bookmark: _Toc27508521][bookmark: _Toc27509386][bookmark: _Toc27553516][bookmark: _Toc27554382][bookmark: _Toc27555249][bookmark: _Toc27556113][bookmark: _Toc36036313][bookmark: _Toc45273868][bookmark: _Toc51937597][bookmark: _Toc51938791][bookmark: _Toc59201627]13.2.38H3	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry
Table 13.2.38H3.1: /<x>/<x>/Common/PrivateCall/UserList/<x>/Entry
	<x>/Common/PrivateCall/UserList/<x>/Entry

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more MCVideo users who can be called in an MCVideo private call.



13.2.38H4	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/MCVideoID
Table 13.2.38H4.1: /<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/MCVideoID
	<x>/Common/PrivateCall/UserList/<x>/Entry/MCVideoID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user.


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
[bookmark: _Toc20158111][bookmark: _Toc27507659][bookmark: _Toc27508525][bookmark: _Toc27509390][bookmark: _Toc27553520][bookmark: _Toc27554386][bookmark: _Toc27555253][bookmark: _Toc27556117][bookmark: _Toc36036317][bookmark: _Toc45273872][bookmark: _Toc51937601][bookmark: _Toc51938795][bookmark: _Toc59201631]13.2.38H5	/<x>/<x>/Common/ PrivateCall/UserList/<x>/Entry/MCVideoIDKMSURI
Table 13.2.38H5.1: /<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/MCVideoIDKMSURI
	<x>/Common/PrivateCall/UserList/<x>/Entry/MCVideoIDKMSURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the identity (URI) of the KMS associated with the MCVideoID. If the value is empty, the KMS leaf node present in the MCS UE initial configuration MO is used.


The value is a URI as specified in 3GPP TS 23.003 [5].
[bookmark: _Toc20157662][bookmark: _Toc27507156][bookmark: _Toc27508022][bookmark: _Toc27508887][bookmark: _Toc27553017][bookmark: _Toc27553883][bookmark: _Toc27554750][bookmark: _Toc27555614][bookmark: _Toc36035717][bookmark: _Toc45273240][bookmark: _Toc51936968][bookmark: _Toc51938162][bookmark: _Toc59200998]13.2.38H6	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/UserInfoID
Table 13.2.38H6.1: /<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/UserInfoID
	<x>/Common/PrivateCall/UserList/<x>/Entry/UserInfoID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	int
	Get, Replace
	

	
	This leaf node indicates a ProSe user info ID as specified in 3GPP TS 23.303 [6].




*** Next change ***

[bookmark: _Toc45274152][bookmark: _Toc51937881][bookmark: _Toc51939075][bookmark: _Toc59201911]13.2.87B	/<x>/<x>/OnNetwork/AuthorisedIncomingAny
Table 13.2.87B.1: /<x>/<x>/OnNetwork/AuthorisedIncomingAny
	<x>/OnNetwork/AuthorisedIncomingAny

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Bool
	Get, Replace
	

	
	This leaf node indicates the authorisation to receive a MCVideo private call from any MCVideo user.


When set to "true" the MCVideo user is authorised to receive an MCVideo private call by any MCVideo user.
When set to "false" the MCVideo user is not authorised to receive an MCVideo private call by any MCVideo user, but only from the MCVideo users contained in the IncomingUserList.

[bookmark: _Toc45274153][bookmark: _Toc51937882][bookmark: _Toc51939076][bookmark: _Toc59201912]13.2.87C	/<x>/<x>/OnNetwork/IncomingUserList
Table 13.2.87C.1: /<x>/<x>/OnNetwork/IncomingUserList
	<x>/ OnNetwork/IncomingUserList

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node is a placeholder for a list of MCVideo user(s) who are authorised to initiate an MCVideo private call to the configured MCVideo user.


[bookmark: _Toc45274154][bookmark: _Toc51937883][bookmark: _Toc51939077][bookmark: _Toc59201913]13.2.87C1	/<x>/<x>/OnNetwork/IncomingUserList/<x>
Table 13.2.87C1.1: /<x>/<x>/OnNetwork/IncomingUserList/<x>
	<x>/OnNetwork/IncomingUserList/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	OneOrMore
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more list of MCVideo users who are authorised to initiate an MCVideo private call to the configured MCVideo user.


[bookmark: _Toc45274155][bookmark: _Toc51937884][bookmark: _Toc51939078][bookmark: _Toc59201914]13.2.87C2	/<x>/<x>/OnNetwork/IncomingUserList/<x>/Entry
Table 13.2.87C2.1: /<x>/<x>/OnNetwork/IncomingUserList/<x>/Entry
	<x>/OnNetwork/IncomingUserList/<x>/Entry

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more MCVideo users who are authorised to initiate an MCVideo private call to the configured MCVideo user.


[bookmark: _Toc45274156][bookmark: _Toc51937885][bookmark: _Toc51939079][bookmark: _Toc59201915]13.2.87C3	/<x>/<x>/OnNetwork/IncomingUserList/<x>/Entry/MCVideoID
Table 13.2.87C3.1: /<x>/<x>/OnNetwork/IncomingUserList/<x>/Entry/MCVideoID
	<x>/OnNetwork/IncomingUserList/<x>/Entry/MCVideoID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user.


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
[bookmark: _Toc45274157][bookmark: _Toc51937886][bookmark: _Toc51939080][bookmark: _Toc59201916]13.2.87C4		/<x>/<x>/OnNetwork/IncomingUserList/<x>/Entry/MCVideoIDKMSURI
Table 13.2.87C4.1: /<x>/<x>/OnNetwork/IncomingUserList/<x>/Entry/MCVideoIDKMSURI
	<x>/OnNetwork/IncomingUserList/<x>/Entry/MCVideoIDKMSURI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the identity (URI) of the KMS associated with the MCVideoID.


The value is a URI as specified in 3GPP TS 23.003 [5].
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