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1. Introduction
b)
For the following EN,

Editor's note: It is FFS what changes are needed for group member discovery for public safety use.
Stage-2 TS 23.304 states that:
Group Member Discovery is applicable to public safety use and commercial services. To perform Group Member Discovery, the UE is configured with the related information as described in clause 5.2.

Group Member Discovery is a form of restricted discovery in that only users that are affiliated with each other can discover each other (e.g. only users sharing the same Application Layer Group ID).

In the case of Public Safety use, the ProSe Restricted Code is not used for Group Member Discovery, and pre-configured or provisioned information for the Discovery procedures as defined in clause 5.2 is used.
The group member discovery procedure as specified in TS 24.554 is applicable to both public safety and commercial services. Hence the EN can be removed.
2. Proposal

It is proposed to agree the following changes to 3GPP TS 24.554 v0.4.0.
* * * First Change * * * *

6.2.15.1
General

This clause describes the procedures for group member discovery over PC5 interface for both public safety use and commercial services. The purpose of the group member discovery procedure over PC5 interface is to enable a ProSe-enabled UE to detect and identify another ProSe-enabled UE that belongs to the same application layer group (e.g. sharing the same application layer group ID) over PC5 interface.

To perform group member discovery over PC5 interface, the UE is configured with the related information as described in clause 5.2.3. The following models for group member discovery procedure over PC5 interface as specified in 3GPP TS 23.304 [2] are supported:

a)
Model A uses a single discovery protocol message (Announcement); and

b)
Model B uses two discovery protocol messages (Solicitation and Response).

The following procedures are defined for group member discovery procedure over PC5 interface:

a)
Group member discovery over PC5 interface with Model A:

1)
Announcing UE procedure for group member discovery initiation;

2)
Announcing UE procedure for group member discovery completion;

3)
Monitoring UE procedure for group member discovery initiation;

4)
Monitoring UE procedure for group member discovery completion; and

b)
Group member discovery over PC5 interface with Model B:

1)
Discoverer UE procedure for group member discovery initiation;

2)
Discoverer UE procedure for group member discovery completion;

3)
Discoveree UE procedure for group member discovery initiation; and

4)
Discoveree UE procedure for group member discovery completion.


* * * Next Change * * * *

