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[bookmark: _Hlk36329662]* * * * * * * FIRST CHANGE * * * * * * *

[bookmark: _Toc36108282]21.2.X	Create notification channel
[bookmark: _Toc36108284][bookmark: _Hlk36329781]21.2.X.1	Message notification client procedures
To create a notification channel, the Message notification client, acting as an HTTP client shall follow the procedure described in subclause 6.1 of OMA-TS-REST_NetAPI_NotificationChannel-V1_0-20200319-C [xx] with the following clarification(s):
1)	shall generate an HTTP POST request as specified in subclause 6.1.5 of OMA-TS-REST_NetAPI_NotificationChannel-V1_0-20200319-C [xx] with the following clarifications:
a)	shall set the Host header field to a hostname identifying the MCData Notification server;
b)	shall include a valid MCData access token in the Authorization header; and
c)	shall send the HTTP POST request towards the MCData Notification server.
Upon receipt of an HTTP response, the Message notification client should follow the procedure as described in subclause 6.1.2 of OMA-TS-REST_NetAPI_NotificationChannel-V1_0-20200319-C [xx].
[bookmark: _Toc36108270]21.2.X.2	MCData Notification server procedures
Upon receipt of the HTTP POST request from the client, as per subclause 21.2.X.1, with the Request-URI identifying a resource in the MCData Notification server, the MCData Notification server acting as an HTTP server:
1)	shall validate the MCData access token (with "Bearer" authentication scheme) received in the Authorization header of the request as specified in 3GPP TS 24.482 [24]; and
2)	if validation is successful then
a)	shall process the HTTP POST request by following the procedures described in subclause 6.1.5 of OMA-TS-REST_NetAPI_NotificationChannel-V1_0-20200319-C [xx]; and
3)	shall generate and send an HTTP response towards the Message notification client indicating the result of the operation. 
NOTE 1:	A successful HTTP response includes a Callback URL and can also include a Channel URL depending on the "channelType" requested (see subclause 5 of OMA-TS-REST_NetAPI_NotificationChannel-V1_0-20200319-C [xx]).
NOTE 2:	The Callback URL is used by the message store client in its request for creation of subscription to notifications sent towards the Message store function as described in subclause 21.2.12A.
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