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1. Introduction
Clause 6 has defined MGSin5G procedures. The procedures involved in different MSGin5G interfaces are different. It is proposed to describe the procedures involved over different MSGin5G interfaces separately.
2. Reason for Change
Based on requirements of stage2, different procedures defined in clause 6 are involved for communication over different MSGin5G interfaces specified in clause 1. Thus it is proposed to list the procedures over different MSGin5G interfaces separately.
Configuration procedure, registration/de-registration procedure, MSGin5G Message delivery procedure, segment recovery and received confirmation procedure and messaging topic subscription procedure are supported over MSGin5G-1 interface and MSGin5G-6 interface. 
Only registration/de-registration procedure and MSGin5G message delivery procedure including sending and receiving MSGin5G message and MSGin5G message delivery status report are supported over MSGin5G-5 interface.
3. Conclusions
Complete the general clause of MSGin5G procedures.
4. Proposal
It is proposed to agree the following changes to 3GPP TS 24.538 v1.0.0.
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* * * First Change * * * *
[bookmark: _Toc86042559][bookmark: _Toc86043116][bookmark: _Toc97129731][bookmark: _Toc97379625]6.1	General
In clause 6, the detailed behaviors of the MSGin5G UE, the MSGin5G Server and Constrained device with/without MSGin5G Client during the MSGin5G procedures are described.
Depending on communication over different MSGin5G interfaces, different MSGin5G procedures are supported as: 
a)	For the communication between the MSGin5G Client of MSGin5G UE and the MSGin5G Server over the MSGin5G-1 interface, the following procedures are involved:
1)	Configuration procedure;
2)	Registration and de-registration procedure;
3)	MSGin5G message delivery procedure including sending and receiving MSGin5G message, aggregated MSGin5G message, MSGin5G message delivery status report and aggregated MSGin5G message delivery status report at MSGin5G Client.
4)	segment and reassemble procedures; and
5)	Messaging topic subscription procedure.
b)	For the communication between the constrained device (without MSGin5G Client) and MSGin5G Gateway UE which is an unconstrained device over the MSGin5G-5 interfaces, the following procedures are involved:
1)	Registration and de-registration procedure;
2)	MSGin5G message delivery procedure including sending and receiving MSGin5G message and MSGin5G message delivery status report.
c)	For the communication between the constrained device (with MSGin5G Client) and the MSGin5G Relay UE which is an unconstrained device over the MSGin5G-6 interfaces, all the procedures listed in bullet a) are supported. The communication between MSGin5G Client of the constrained device the MSGin5G Server re-uses the procedures listed in bullet a). The MSGin5G Relay UE relays the requests and responses as traffic between the MSGin5G Client of the constrained device the MSGin5G Server.
For procedures used for bullet a) and bullet c), CoAP specified in IETF RFC 7252 [5] is used as the basic transport protocol. For procedures used for bullet b), guidance on definitions of the message format and information elements are described in Annex A.
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