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When the UE initiate the UE-initiated UE state indication procedure, the UE OS ID is an optional IE, which is different with the UPSI list and the UE policy classmark.
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[bookmark: _Toc98754299][bookmark: _Toc51949899][bookmark: _Toc51948807][bookmark: _Toc45287531][bookmark: _Toc36657853][bookmark: _Toc36213676][bookmark: _Toc27747482][bookmark: _Toc20233345]D.2.2.1	General
The purpose of the UE-initiated UE state indication procedure is:
a)	to deliver the UPSI(s) of the UE policy section(s) which are:
-	identified by a UPSI with the PLMN ID part indicating the HPLMN or the selected PLMN; and
-	stored in the UE;
	to the PCF if the UE has one or more stored UE policy sections identified by a UPSI with the PLMN ID part indicating the HPLMN or the selected PLMN; and
b)	to indicate whether UE supports ANDSP; and
c)	to deliver the UE's one or more OS IDs, if the OS ID(s) is included in the UE STATE INDICATION message.

* * * End of Changes * * * *
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TableD.5.4.1.1:-UE-STATE INDICATION -message-content

IEI Information-Element . Type/Reference Presence . | Format .| Length
PTI. Procedure transaction-identity M v 1
9.6
UE-STATE-INDICATION UE policy delivery-service-message: M \ 1
message-identity type
D.6.1
UPSI list UPSI list M LV-E. | 9-65531
D.6.4
UE -policy-classmark UE ‘policy classmark M Lv 24
D.6.5
41. |UEOSId OS1d 6] TLV. | 18242
D.6.6

NOTE: - The total length-of the-UE-STATE-INDICATION message content-cannot-exceed 65535-octets (see

Payload-container-contents-maximum-length-as specified-in-subclause 9.11.3.39.1).





