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	Reason for change:
	Based on the requirement of stage 2 in TS 23.503 as following:
+++
If a UE accesses an SNPN using credentials from a CH, the UE applies URSP rules as follows:
-	The UE first evaluates (in precedence order) the URSP rules, if any, provisioned (signalled) by the PCF of this SNPN, following the procedure described in clause 6.6.2.3.
-	If none of the URSP rules received from this SNPN match, then the UE evaluates (in precedence order) the URSP rules, if any, provisioned (signalled) by the PCF of the network (HPLMN or SNPN) holding the credentials when previously registered in the network holding the credentials, following the procedure described in clause 6.6.2.3.
……
+++
When the UE supporting access to an SNPN using credentials from a credentials holder is registered or reigistering with the network (HPLMN or SNPN) holding the credentials, the network (HPLMN or SNPN) may provide the URSP rules used in the non-subscribed SNPN and the UE may store the related UPSIs.
[bookmark: _GoBack]For the PLMN case, when the UE registers with HPLMN, if needed, the HPLMN may also provide to UE the URSP rules used by the UE accessing an SNPN using credentials from a CH based on the UPSI(s) provided by the UE.
For the current specification, it is specified that, for the SNPN case, how the UE provides the URSP rules used by the UE accessing an SNPN using credentials from a CH, but for the PLMN case, the related statement is not clear.
Therefore, it is proposed that, for the registration procedure for initial registration in the PLMN, if the UE supports access to an SNPN using credentials from a CH, the UE should provide the UE policy sections identified by a UPSI with the PLMN ID part indicating the HPLMN. Then, the HPLMN could provide or update the URSP rules used by the UE accessing an SNPN using credentials from a CH to the UE.


	
	

	Summary of change:
	If the UE supports access to an SNPN using credentials from a credentials holder and is registering with the HPLMN, this IE shall be included if the UE has one or more stored UE policy sections identified by a UPSI with the PLMN ID part indicating the HPLMN for the registration procedure for the registration procedure for initial registration.
Backwards compatibility  analysis:
The change has no impact on the signalling interface, so there is no backwards compatible issue on the change of this CR.

	
	

	Consequences if not approved:
	When the UE registers with a PLMN, the PLMN cannot provide to UE the URSP rules used by the UE accessing an SNPN using credentials from a CH.
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* * * First Change * * * *
[bookmark: _Toc106796437][bookmark: _Toc51949408][bookmark: _Toc51948316][bookmark: _Toc45287047][bookmark: _Toc36657382][bookmark: _Toc36213205][bookmark: _Toc27747021][bookmark: _Toc20232917]8.2.6.18	Payload container
Within a PLMN, this IE shall be included if the UE has one or more stored UE policy sections identified by a UPSI with the PLMN ID part indicating the HPLMN or the selected PLMN for the registration procedure for mobility and periodic registration update due to inter-system change from S1 mode to N1 mode of a UE operating in the single-registration mode or for the registration procedure for initial registration. If the UE supporting access to an SNPN using credentials from a credentials holder and is registering with the HPLMN, this IE shall be included if the UE has one or more stored UE policy sections identified by a UPSI with the PLMN ID part indicating the HPLMN for the registration procedure for the registration procedure for initial registration.
Within an SNPN, this IE shall be included if the UE has one or more stored UE policy sections for the selected SNPN for the registration procedure for initial registration.
* * * End of Changes * * * *


