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Thus, a new PLMN list needs be introduced.


	
	

	Summary of change:
	Add the new PLMN list


	
	

	Consequences if not approved:
	NSWO in 5GS cannot be used in certain scenarios that the UE cannot identify the PLMN supporting NSWO in 5GS

	
	

	Clauses affected:
	H.2.4.1, new H.2.4.6

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR .23.501.. CR .3697.. 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






[bookmark: _Toc20154594][bookmark: _Toc27727570][bookmark: _Toc45204028][bookmark: _Toc99095637]1st change
H.2.4.1	Information Element Identity (IEI)
Indicates the information element identity. The following values for IEI are defined in this version of the specification:
00000000	PLMN List
00000001	PLMN List with S2a connectivity
00000010	PLMN List with trusted 5G connectivity
00000011	PLMN List with trusted 5G connectivity-without-NAS
00000100	PLMN List with AAA connectivity to 5GC
000001010²
	To
11111111	Reserved
[bookmark: _Toc20154597][bookmark: _Toc27727573][bookmark: _Toc45204031][bookmark: _Toc99095640]2nd change
H.2.4.6	PLMN List with AAA connectivity to 5GC IE
The PLMN List with AAA connectivity to 5GC information element is used by the WLAN to indicate the PLMNs for which the WLAN provides AAA connectivity to a 5GCN, i.e. deploys an AAA function that can connect with a NSWOF in this PLMN for AAA using non-3GPP access. 
The format of the PLMN List with AAA connectivity to 5GC information element is identical to the format of the PLMN List information element defined in clause H.2.4.2.
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