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CT1 sent an LS to SA2 (in C1-223974), quote:


[bookmark: _GoBack]The reply LS from SA2 (in S2-2207696) does not provide answer about the optional wait timer to avoid that the UE re-sends the very same request to the UPF but just about the indication of whether UPF accepts or rejects the value. However, since Rel-17 has become frozen it is proposed to remove the editor’s note on optional backoff timer for PMFP UAD. An optional wait timer for PMFP UAD may be considered for future release.

	
	

	Summary of change:
	The editor’s note on optional backoff timer for PMFP UAD is removed.
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[bookmark: _Toc106652484]6.2.1.13.1	Message definition
The PMFP UAD PROVISIONING COMPLETE message is sent by the UPF to the UE as response to PMFP UAD PROVISIONING message.
See table 6.2.1.13.1-1.
Message type:	PMFP UAD PROVISIONING COMPLETE
Significance:	dual
Direction:	network to UE
Table 6.2.1.13.1-1: PMFP UAD PROVISIONING COMPLETE message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP UAD provisioning complete message identity
	Message type
6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity
6.2.2.2
	M
	V
	2



Editor's note [WI: ATSSS-Ph2, CR#96]:	Whether a backoff timer can optionally be provided by the UPF to protect itself from continuous PMFP UAD PROVISIONING resending when the UE request is not accepted is FFS.
Editor's note [WI: ATSSS-Ph2, CR#96]:	Whether an indication of whether the UPF aligns the DL traffic distribution based on the UE request is provided in the message is FFS.
* * * End of Changes * * * *
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The PMFP UAT complete message is already specified in TS 24.193. In addition. there has been different proposals on a
response message and its content for the UE assistance data provisioning procedure. One of the proposals include an

indication of UPF accepting/rejecting the UE indicated UAD value, and
The other one includes

just an acknowledge response message for a protocol mechanism that triggers retransmission if no acknowledge response
message of successful receipt is received from the UPF (see C1-224196).






