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1. Introduction
The IMS data channel abnormal cases have been agreed in meeting#145. This pCR proposes to add requirement to MRF.
In addition, re-INVITE request needs to be considered.
2. Reason for Change
Returning error with DC related reason is a new requirement to MRF in DC abnormal case of insufficient data channel resource.
3. Proposal
It is proposed to agree the following changes to 3GPP TS 24.186.

[bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc17816]9.4.2	Expiration on MRF response
[bookmark: _Toc30904]9.4.2.1	IMS AS
If the SIP transaction timer expires when the IMS AS sends INVITE/re-INVITE request to MRF for resource reservation or modification for IMS data channel, the following applies:
-	the IMS AS shall continue the ongoing session procedure;
-	the IMS AS shall remove the data channel SDP media description from the SDP offer for the INVITE/re-INVITE request or set the port number of the “m=” lines for data channel as zero in the SDP answer of the response to the INVITE/re-INVITE request. 
The IMS AS will send the DCSF session event failure notification message.
[bookmark: _Toc31229]9.4.3	Insufficient data channel resource
[bookmark: _Toc2544]9.4.3.1	IMS AS
When the IMS AS sends INVITE/re-INVITE request to the MRF for resource reservation or modification for IMS data channel, if the failure response is received from the MRF as specified in TS 24.229 [9], the following applies:
-	the IMS AS shall continue the ongoing session procedure;
-	the IMS AS shall remove the data channel SDP media description from the SDP offer for the INVITE/re-INVITE request or set the port number of the “m=” lines for data channel as zero in the SDP answer of the response to the INVITE/re-INVITE request. 
The IMS AS will send the DCSF session event failure notification message.
9.4.3.2	MRF
When MRF receives the data channel resource reservation request and data channel resource is insufficient, it shall send an error response message to IMS AS according to 3GPP TS 24.229 [9] indicating insufficient data channel resource.
NOTE:	This is also applicable for the MF.
* * * End of Changes * * * *

