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	In 23.279 requirements have been stated regarding Personal ME identifier

- Minimal impact on SIP signalling and no impact on the IM CN subsystem;

- The identifier should fit into UUS-1 signalling, also allowing for other services to be run over UUS-1;

- The Personal ME Identifier is not to be used for routing purposes within the network;
· The Personal ME Identifier uniquely identifies an ME of the user.

Based on these requiremnets we propose to use User-Agent header to transport the Personal ME identifier. We also propose to use the format CSIXXX where X is a digit.
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5.3.1.2
Exchange of UE Capability Information – IM Session First Scenario

The OPTIONS request shall be in accordance with 3GPP TS 24.229 [5] with the following clarifications:

a)
The Request URI shall:

-
include the URI received in the P-Asserted Identity header from the remote user; or if that is not available:

-
include a tel URI corresponding to the MSISDN intended for the CS call set up; or

-
include a SIP URI associated with the remote user available in the UE.

Note 1:
Note 2:
If no SIP URI or TEL URI in accordance with above is available the UE cannot initiate the OPTIONS request.

b)
The P-Preferred Identity header shall either include:

-
preferably the MSISDN of the CUA as an assumed registered Tel-URI; or

-
SIP URI associated with the CUA.


c)
The Accept-Contact header may include a feature tag with the value “+g.3gpp.cs-voice” or “+g.3gpp.cs-video” or both marked as explicit.
d)
The User-Agent header may include the personal ME identifier. 
The 200 (OK) response to the OPTIONS request shall be in accordance with 3GPP TS 24.229 [5] with the following clarifications:

a)
The Contact header indicating the supported capabilities of the UE as  “+g.3gpp.cs-voice” or “+g.3gpp.cs-video” or both.
b) 
The Server header may include the personal ME identifier. 
pon the receipt of the 200  response the UE acts in accordance with 3GPP TS 24.229 [5]. In addition, the UE may update the UE capability information for the remote user.


5.3.1.3
Session set-up – originating case

When the originating CUA wishes to establish an IM session in combination with a CS call, the CUA shall use the call initiation procedure specified in 3GPP TS 24.229 [5].
The CUA shall:

a)
include the MSISDN intended for the CS call set-up or a SIP-URI available in the CUA; and 
Note:
The MSISDN can only be included as a Tel-URI if it in international format.

b)
include the s MSISDN as a tel-URI; 
c)
include  “+g.3gpp.cs-voice”, “+g.3gpp.cs-video”, or both values marked as explicit; and
d)
 include the personal ME identifier the User-Agent header. 
5.3.1.4
Session set-up – terminating case

When the terminating CUA receives an initial request, the terminating CUA shall apply the procedures as specified in 3GPP TS 24.229 [5].  

The UE may include in the Server header in the responses the personal ME identifier. 

6.3.1.2
Exchange of UE Capability Information – CS First Scenario

The OPTIONS request shall be in accordance with 3GPP TS 24.229 [5] with the following clarifications:

a)
The Request URI shall include one of the following:

-
the URI, as received in P-Asserted Identity header from the terminating CUA during the terminal capability information exchange procedure; or, if this is not available;

-
the connected number information element as a Tel-URI that was received during establishment of the existing CS call. If this is not available, the MSISDN used for the CS call set-up as a Tel-URI ( the used Called Party BCD Number); or

· the Calling Party BCD number information element as a Tel-URI, received during establishment of the existing CS call; or

· A SIP URI associated with the remote user stored in the UE.


Note 1:
If no SIP URI or TEL URI in accordance with above is available the UE cannot initiate the OPTIONS request.

 b)
The P-Preferred Identity header shall either include:

-
the MSISDN of the UE as a Tel-URI; or

-
a SIP URI associated with the UE.

Note 2:
It is possible that these identities are not registered.

c) The Accept-Contact header may include either a +g.3gpp.cs-voice or a  +g.3gpp.cs-video feature tag marked as explicit. The Accept-Contact header may also include both feature tags.
d)
The User-Agent header may include the personal ME identifier. 



The 200 response to the OPTIONS request shall be in accordance with 3GPP TS 24.229 [5] with the following clarifications:

a)
the Contact header indicating  the supported capabilities of the UE as either CS Video, CS Voice or both.

b) 
The Server header may include personal ME identifier. 

.

Upon the receipt of the 200 response, the UE acts in accordance with 3GPP TS 24.229 [5]. In addition, the UE may update the UE capability information for the remote user.


6.3.1.3
Session set-up – originating case

When the originating CUA wishes to add an IMS part of a CSICS call it shall use the call initiation procedure specified in 3GPP TS 24.229 [5] with the following clarifications:
a)
The Request URI in the initial request shall either include:

1)
the URI, as received in P-Asserted ID header from the terminating CUA during the terminal capability information exchange procedure; or if this is not available

2)
a Tel-URI that either is:

-
derived from connected number information element, received during establishment of the existing CS call, and if this is not available derived from the MSISDN used for the CS call set-up ( the used Called Party BCD Number); or

-
derived from the Calling Party BCD number information element, received during establishment of the existing CS call.

b)
The P-Preferred Identity Header in the initial request should include a Tel URI corresponding the MSISDN of the UE;

c)
The Accept-Contact header in the initial request shall include either a +g.3gpp.cs-voice or a +g.3gpp.cs-video feature tag marked as explicit; and

d)
The User-Agent header may include personal ME identifier. 
Note 1:
If privacy is indicated it is not possible to correlate the CS call and the IMS session.

6.3.1.4
Session set-up – terminating case

When the terminating CUA receives an initial request for an IMS session, the terminating CUA shall apply the procedures as specified in 3GPP TS 24.229 [5] with the following additions:

a)
If the Accept-Contact header includes in an entry either a +g.3gpp.cs-voice or a +g.3gpp.cs-video feature tag, the CUA shall check if one of the identities in the P-Asserted-Identity header matches the received Calling Party BCD number information element or Connected number information element received for an ongoing CS call. If there is a match, a CSICS call is established.

b)
If the Accept-Contact header does not include either a +g.3gpp.cs-voice or a +g.3gpp.cs-video feature tag, or the Accept-Contact header is  not included in request, the CUA shall not consider this a CSI call/session.

´c)
The UE may include in the Server header in the 200 response the personal ME identifier. 
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