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1	Overall description
CT3 would like to thank CT4 for the LS on the support of L2TP with CUPS (C4-211624). Below are the extracted questions in the LS where Q2 are for CT3 to address:

Q2:	CT4 kindly requests CT3 to check and provide comments if any, e.g. for AVPs to be specified in 29.561/29.061 for L2TP tunneling.

CT3 has discussed the questions and provides the following answers based on the current status of the specifications.

[bookmark: _Hlk68723615]For the RADIUS attributes for L2TP tunnelling supporting, IETF RFC 2868: "RADIUS Attributes for Tunnel Protocol Support" can be referred. For the Diameter AVPs for L2TP tunnelling supporting, clause 4.5 in IETF RFC 7155: "Diameter Network Access Server Application" can be referred. While not every attributes/AVPs need to be specified in TS 29.061 and TS 29.561.

[bookmark: _GoBack]CT3 prefer to specify the Tunnel-Type, Tunnel-Medium-Type, Tunnel-Client-Endpoint, Tunnel-Server-Endpoint and Tunnel-Preference attributes/AVPs in TS 29.061 and TS 29.561.
For Tunnel-Password, CT3 prefer to wait SA3 evaluation on security related requirement, and for the other optional attributes/AVPs of Tunnel-Private-Group-ID, Tunnel-Assignment-ID, Tunnel-Client-Auth-ID and Tunnel-Server-Auth-ID attributes/AVPs, can be referred to the IETF specifications with implementation specific.

In addition, CT3 would also like to discuss with SA2 and CT4 that LNS IP address has been included in the Tunnel-Server-Endpoint, which can be effectively provided by DN-AAA Server, should not specify the L2TP tunnel information in the UE subscription data and no such specification description and requirement on the external DN provision L2TP tunnel information to UDM/UDR. 




2	Actions
To SA2
ACTION: 	CT3 kindly requests SA2 to take the above information into account.

To CT4 
ACTION: 	CT3 kindly requests CT4 to take the above information into account.
3	Dates of next TSG CT WG 3 meetings
3GPP TSG CT3#116e	19th - 28th May 2021	E-Meeting
3GPP TSG CT3#117e	TBD	E-Meeting

