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1. Introduction
TS 29.537 has been allocated under the 5MBS work item to define the MBS Policy Control and Authorization services. 
2. Reason for Change
In cl 5.3.2.2.2, following EN needs to be resolved
Editor's Note:	The complete list of Error cases and the related status codes are FFS.
Error case due to PCF failure to bind the session is included.
In cl 6.2.7.3, application errors are defined, and corresponding updates needs to be done.
3. Conclusions
N/A.
4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.537 V1.0.1.
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* * * First Change * * * *
[bookmark: _Toc104364961][bookmark: _Toc97203186][bookmark: _Toc81558542][bookmark: _Toc85876993][bookmark: _Toc90112977][bookmark: _Toc51847065][bookmark: _Toc57022696][bookmark: _Toc82556862][bookmark: _Toc27745105][bookmark: _Toc29803257][bookmark: _Toc35970047][bookmark: _Toc36050841][bookmark: _Toc44847560][bookmark: _Toc51845214][bookmark: _Toc51845545][bookmark: _Toc57017614][bookmark: _Toc82555487][bookmark: _Toc51845218][bookmark: _Toc51845549][bookmark: _Toc57017618][bookmark: _Toc82555492][bookmark: _Toc57017474][bookmark: _Toc82555351][bookmark: _Toc51845075][bookmark: _Toc51845406][bookmark: _Toc51846926][bookmark: _Toc57022553][bookmark: _Toc82556706]5.3.2.2.2	MBS Application Session Context Establishment


Figure 5.3.2.2.2-1: MBS Application Session Context establishment
1.	In order to request the creation of an MBS Application Session Context, the NF service consumer (e.g. AF, NEF, MBSF) shall send an HTTP POST request to the PCF, as described in step 1of figure 5.3.2.2.2-1, with the request body containing the MbsAppSessionCtxt data structure that shall contain the requested MBS application service requirements.
2.	Upon reception of the HTTP POST request from the NF service consumer, the PCF shall perform MBS application service requirements authorization based on the information received from the NF service consumer and operator policies that are pre-configured at the PCF.
If the MBS application service requirements authorization is successful, the PCF shall create a new "Individual MBS Application Session Context" resource and respond to the NF service consumer with an HTTP "201 Created" status code, including an HTTP Location header field containing the URI of the created "Individual MBS Application Session Context" resource and the response body containing a representation of the created resource within the MbsAppSessionCtxt data structure.
The NF service consumer shall use the URI received in the HTTP Location header in subsequent requests to the PCF targeting the created "Individual MBS Application Session Context" resource.
If errors occur when processing the HTTP POST request, the PCF shall apply the error handling procedures specified in clause 6.2.7.
Editor's Note:	The complete list of Error cases and the related status codes are FFS.
If the service information provided in the body of the HTTP POST request is rejected because the requested MBS service is not authorized, the PCF shall reject the request with an HTTP "403 Forbidden" status code including the ProblemDetails data structure with the "cause" attribute set to "REQUESTED_MBS_SERVICE_NOT_AUTHORIZED".
If the service information provided in the body of the HTTP POST request is invalid, incorrect or insufficient for the PCF to authorize the MBS policy authorization request (e.g. invalid media type or invalid QoS reference), the PCF shall reject the request with an HTTP "400 Bad Request" status code including the ProblemDetails data structure with the "cause" attribute set to "INVALID_MBS_SERVICE_INFORMATION".
If the PCF fails in executing session binding, the PCF shall reject the Npcf_MBSPolicyAuthorization_Create service operation with an HTTP "500 Internal Server Error" response including the "cause" attribute set to "MBS_SESSION_NOT_AVAILABLE".


* * * Next Change * * * *
[bookmark: _Toc104365056]6.2.3.2.3.1	POST
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MbsAppSessionCtxt
	M
	1
	Contains the parameters to create an Individual MBS Application Session Context resource.



Table 6.2.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
Codes
	Description

	MbsAppSessionCtxt
	M
	1
	201 Created
	Successful case. An Individual MBS Application Session Context resource is successfully created and a representation of the created resource is returned to the NF service consumer.

	ProblemDetails
	O
	0..1
	400 Bad Request
	(NOTE 2)

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the HTTP POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	Failure cases are described in clause 6.2.7.



Table 6.2.3.2.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/npcf-mbspolicyauth/<apiVersion>/mbs-app-sessions/{mbsAppSessionId}






Next Change * * * *
[bookmark: _Toc104365087]6.2.7.3	Application Errors
The application errors defined for the Npcf_MBSPolicyAuthorization service are listed in table 6.2.7.3-1.
Table 6.2.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	[bookmark: _Hlk101897844]INVALID_MBS_SERVICE_INFORMATION
	400 Bad Request
	[bookmark: _Hlk101897776]The HTTP request is rejected because the service information is invalid or insufficient for the PCF to perform the requested action, e.g. invalid media type or invalid QoS reference.

	REQUESTED_MBS_SERVICE_NOT_AUTHORIZED
	403 Forbidden
	The service information provided in the request is rejected because the requested MBS service is not authorized.

	MBS_SESSION_NOT_AVAILABLE
	500 Internal Server Error
	The PCF failed in executing session binding. 




* * * End of Changes * * * *
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