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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc11247839][bookmark: _Toc27044983][bookmark: _Toc36034025][bookmark: _Toc45132172][bookmark: _Toc49776457][bookmark: _Toc51747377][bookmark: _Toc66360953][bookmark: _Toc68105458][bookmark: _Toc74756088][bookmark: _Toc105674965][bookmark: _Toc122111017]5.13.2.1.1	Introduction
This clause defines data structures to be used in resource representations.
Table 5.13.2.1.1-1 specifies data types re-used by the NetworkParameterConfiguration API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the NetworkParameterConfiguration API. 
Table 5.13.2.1.1-1: NetworkParameterConfiguration API re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [45]
	Identifies a DNN.

	IpAddr
	3GPP TS 29.571 [45]
	UE IP Address.

	MacAddr48
	3GPP TS 29.571 [45]
	MAC Address.

	Snssai
	3GPP TS 29.571 [45]
	Identifies an S-NSSAI.

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.13.4-1.



Table 5.13.2.1.1-2 specifies the data types defined for the NpConfiguration API.
Table 5.13.2.1.1-2: NpConfiguration API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	ConfigurationNotification
	5.13.2.1.4
	Represents a configuration result notification.
	

	NpConfiguration
	5.13.2.1.2
	Represents a network parameters configuration.
	

	NpConfigurationPatch
	5.13.2.1.3
	Represents parameters used to request the modification of a network parameters configuration resource.
	



*** 2nd Change ***
[bookmark: _Toc11247873][bookmark: _Toc27045017][bookmark: _Toc36034059][bookmark: _Toc45132206][bookmark: _Toc49776491][bookmark: _Toc51747411][bookmark: _Toc66360990][bookmark: _Toc68105495][bookmark: _Toc74756125][bookmark: _Toc105675002][bookmark: _Toc122111054]5.13.5.3	Application Errors
The application errors defined for the NpConfiguration API are listed in table 5.13.5.3-1.
Table 5.13.5.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability

	PARAMETER_OUT_OF_RANGE
	403 Forbidden
	Indicates that the resource is not allowed to be created since one or more of the received parameters are out of range defined by operator policies.
	

	MODIFICATION_NOT_ALLOWED
	403 Forbidden
	The subscriber does not have the necessary subscription for external parameter provisioning.
	

	USER_NOT_FOUND
	404 Not Found
	The User does not exist.
	

	GROUP_IDENTIFIER_NOT_FOUND
	404 Not Found
	The group does not exist
	

	AF_NOT_ALLOWED
	403 Forbidden
	This AF is not allowed to perform external provisioning.
	

	MTC_PROVIDER_NOT_ALLOWED
	403 Forbidden
	MTC Provider not authorized to perform external provisioning or 5G VN Group creation.
	

	REQUEST_NOT_AUTHORIZED
	403 Forbidden
	Indicates that the AF specific UE ID retrieval request is not authorized.
	UEId_retrieval

	UE_ID_NOT_AVAILABLE
	404 Not Found
	Indicates that the AF specific UE ID is not available.
	UEId_retrieval

	UE_NOT_FOUND
	404 Not Found
	Indicates that the requested UE address is not found.
	UEId_retrieval



*** End of Changes ***

