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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012327][bookmark: _Toc34123189][bookmark: _Toc36038139][bookmark: _Toc38875523][bookmark: _Toc43192006][bookmark: _Toc45133401][bookmark: _Toc51316907][bookmark: _Toc51762087][bookmark: _Toc56675074][bookmark: _Toc56675465][bookmark: _Toc59016451][bookmark: _Toc63168051][bookmark: _Toc66262561][bookmark: _Toc68167067][bookmark: _Toc73538193][bookmark: _Toc75352069][bookmark: _Toc83231879][bookmark: _Toc85535186][bookmark: _Toc88559649][bookmark: _Toc114210282][bookmark: _Toc129246639][bookmark: _Toc129247206][bookmark: _Toc28012341][bookmark: _Toc34123205][bookmark: _Toc36038155][bookmark: _Toc38875539][bookmark: _Toc43192022][bookmark: _Toc45133417][bookmark: _Toc51316923][bookmark: _Toc51762103][bookmark: _Toc56675090][bookmark: _Toc56675481][bookmark: _Toc59016467][bookmark: _Toc63168067][bookmark: _Toc66262577][bookmark: _Toc68167083][bookmark: _Toc73538209][bookmark: _Toc75352085][bookmark: _Toc83231895][bookmark: _Toc85535202][bookmark: _Toc88559665][bookmark: _Toc114210299][bookmark: _Toc129246657][bookmark: _Toc129247224]C.2.1.4.1	Gate Function
Functionality as described in clause 4.2.6.2.2 applies with the following exceptions for the traffic of a PDU session over wireline access:
-	for the IPTV service, the "mulAccCtrl" attribute within the TrafficControlData data structure to which the PCC rule refers shall be used to describe if the gate is open or closed instead of the "flowStatus" attribute.
*** Next Change ***
C.3.6.1	IPTV service support
If the "WWC" feature is supported by the SMF and PCF as defined in clause 5.8, when the PCF fetches the Multicast Access Control information from the UDR as defined in 3GPP TS 29.519 [15] applicable for a SUPI or Internal Group Id during the PDU session establishment or receives the notification of the Multicast Access Control information from the UDR as defined in 3GPP TS 29.519 [15] applicable for a SUPI(s) and/or Internal Group Id(s) and/or DNN/S-NSSAI combination(s) during the PDU session modification, the PCF authorizes the Multicast Access Control informationrequest. For each impacted PDU Session that corresponds to the Multicast Access Control informationrequest, the PCF shall determine the PCC rule(s) that are generated based on the Multicast Access Control informationrequest as follows:
-	for the multicast channel(s) which is allowed indicated in the Multicast Access Control information, tThe PCF shall include the corresponding multicast address(es) within the "flowInfos" attribute of the PCC rule and;
-	The PCF shall include the "mulAccCtrl" attribute set to "ALLOWED" within a Traffic Control Data instance which the PCC rule refers to indicate that the multicast channel is allowed.; and/or 
-	for the multicast channel(s) which is not allowed indicated in the Multicast Access Control information, tThe PCF shall include the corresponding multicast address(es) within the "flowInfos" attribute of the PCC rule and include the "mulAccCtrl" attribute set to "NOT_ALLOWED" within a Traffic Control Data instance which the PCC rule refers to indicate that the multicast channel is not allowed.
NOTE:	The "flowStatus" attribute is not included in this Traffic Control Data instance. The gate fuction is not applicable to IPTV service, and the control is done with the "mulAccCtrl" attribute.
*** End of Changes ***
