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1. Introduction
As specified in clause 9.18 of TS 23.435, the NSCE_NSAllocation_Request Service API was defined in order to support the functionality of Network slice allocation in a NSaaS framework by the NSCE server based on the VAL server provided Network slice service profile.
The stage 3 definition of this API in this specification needs hence to be started.
2. Reason for Change
Update the definition of the new NSCE_NSAllocation_Request API resources and data model in the new TS 29.435.
3. Conclusions
N/A
4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.435 V 0.1.1.

* * * * Start of changes * * * *
[bookmark: _Toc90661661][bookmark: _Toc138755352][bookmark: _Toc151886122][bookmark: _Toc152076187][bookmark: _Toc153793903]6.18	NSCE_NSAllocation API
[bookmark: _Toc85492901][bookmark: _Toc90661662][bookmark: _Toc138755353][bookmark: _Toc151886123][bookmark: _Toc152076188][bookmark: _Toc153793904]6.18.1	Introduction
[bookmark: _Toc85492903][bookmark: _Toc90661664][bookmark: _Toc138755355][bookmark: _Toc151886125][bookmark: _Toc152076190][bookmark: _Toc153793906]The NSCE_NSAllocation service shall use the NSCE_NSAllocation API.
The API URI of the NSCE_NSAllocation Service API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure defined in clause 6.5 of 3GPP TS 29.549 [15], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixes>
with the following components:
-	The {apiRoot} shall be set as described in clause 6.5 of 3GPP TS 29.549 [15].
-	The <apiName> shall be "nsce-nsa".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixes> shall be set as described in clause 6.5 of 3GPP TS 29.549 [15].
NOTE:	When 3GPP TS 29.122 [2] is referenced for the common protocol and interface aspects for API definition in the clauses under clause 6.18, the NSCE Server takes the role of the SCEF and the service consumer takes the role of the SCS/AS.
6.18.2	Usage of HTTP
The provisions of clause 6.3 of 3GPP TS 29.549 [15] shall apply for the NSCE_NSAllocation API.
6.18.3	Resources
[bookmark: _Toc85492904]There are no resources defined for this API in this release of the specification.
[bookmark: _Toc90661665][bookmark: _Toc138755356][bookmark: _Toc151886126][bookmark: _Toc152076191][bookmark: _Toc153793907]6.18.4	Custom Operations without associated resources
[bookmark: _Toc90661666][bookmark: _Toc138755357][bookmark: _Toc151886127][bookmark: _Toc152076192][bookmark: _Toc153793908]6.18.4.1	Overview
The structure of the custom operation URIs of the NSCE_NSAllocation API is shown in Figure 6.18.4.1-1.

  
Figure 6.18.4.1-1: Custom operation URI structure of the NSCE_NSAllocation API
Table 6.18.4.1-1 provides an overview of the custom operation and applicable HTTP methods defined for the NSCE_NSAllocation API.
Table 6.18.4.1-1: Custom operations without associated resources
	Operation name
	Custom operation URI
	Mapped HTTP method
	Description

	Request
	/request
	POST
	Enables a service consumer to request the network slice allocation.



[bookmark: _Toc85492905][bookmark: _Toc90661667][bookmark: _Toc138755358][bookmark: _Toc151886128][bookmark: _Toc152076193][bookmark: _Toc153793909]6.18.4.2	Operation: Request
[bookmark: _Toc85492906][bookmark: _Toc90661668][bookmark: _Toc138755359][bookmark: _Toc151886129][bookmark: _Toc152076194][bookmark: _Toc153793910]6.18.4.2.1	Description
The custom operation allows a service consumer to request network slice allocation from the NSCE Server.
[bookmark: _Toc85492907][bookmark: _Toc90661669][bookmark: _Toc138755360][bookmark: _Toc151886130][bookmark: _Toc152076195][bookmark: _Toc153793911]6.18.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.18.4.2.2-1 and the response data structures and response codes specified in table 6.18.4.2.2-2.
Table 6.18.4.2.2-1: Data structures supported by the POST Request Body for this operation
	Data type
	P
	Cardinality
	Description

	NwSliceAllocReq
	M
	1
	Contains the parameters to request network slice allocation.



Table 6.18.4.2.2-2: Data structures supported by the POST Response Body for this operation
	Data type
	P
	Cardinality
	Response codes
	Description

	NwSliceAllocResp
	M
	1
	200 OK
	The successful response to the request, including the network slice allocation information.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing an alternative NSCE server to which the request should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing an alternative NSCE server to which the request should be sent.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.18.4.2.2-3: Headers supported by 307 Response Code for this operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing an alternative NSCE server to which the request should be redirected.



Table 6.18.4.2.2-4: Headers supported by 308 Response Code for this operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing an alternative NSCE server to which the request should be redirected.



[bookmark: _Toc85492911][bookmark: _Toc90661670][bookmark: _Toc138755361][bookmark: _Toc151886131][bookmark: _Toc152076196][bookmark: _Toc153793912]6.18.5	Notifications
There are no notifications defined for this API in this release of the specification.
[bookmark: _Toc85492912][bookmark: _Toc90661671][bookmark: _Toc138755362][bookmark: _Toc151886132][bookmark: _Toc152076197][bookmark: _Toc153793913]6.18.6	Data Model
[bookmark: _Toc85492913][bookmark: _Toc90661672][bookmark: _Toc138755363][bookmark: _Toc151886133][bookmark: _Toc152076198][bookmark: _Toc153793914]6.18.6.1	General
This clause specifies the application data model supported by the API.
Table 6.18.6.1-1 specifies the data types defined specifically for the NSCE_NSAllocation API service.
Table 6.18.6.1-1: NSCE_NSAllocation API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	NwSliceAllocReq
	6.18.6.2.2
	Represents the information associated with requested network slice allocation.
	

	NwSliceAllocResp
	6.18.6.2.3
	Represents the network slice allocation information.
	



Table 6.18.6.1-2 specifies data types re-used by the NSCE_NSDiagnostics API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the NSCE_NSDiagnostics API.
Table 6.18.6.1-2: NSCE_NSDiagnostics API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	LocationArea5G
	3GPP TS 29.122 [2]
	Represents a location area.
	

	NetSliceId
	6.3.6.2.15
	Represents the identification information of a network slice.
	

	Snssai
	3GPP TS 29.571 [16]
	Represents the S-NSSAI.
	

	ServiceProfile
	3GPP TS 28.541 [19]
	Represents the Network slice service profile.
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	Used to negotiate the applicability of the optional features.
	

	NOTE:	Properties marked with a feature as defined in clause 5.14.6 are applicable as described in clause 5.2.7 of 3GPP TS 29.122 [2]. If no feature is indicated, the related property applies for all the features.



[bookmark: _Toc85492914][bookmark: _Toc90661673][bookmark: _Toc138755364][bookmark: _Toc151886134][bookmark: _Toc152076199][bookmark: _Toc153793915]6.18.6.2	Structured Data Types
[bookmark: _Toc85492915][bookmark: _Toc90661674][bookmark: _Toc138755365][bookmark: _Toc151886135][bookmark: _Toc152076200][bookmark: _Toc153793916]6.18.6.2.1	Introduction
[bookmark: _Toc85492916][bookmark: _Toc90661675][bookmark: _Toc138755366][bookmark: _Toc151886136][bookmark: _Toc152076201][bookmark: _Toc153793917]6.18.6.2.2	Type: NwSliceAllocReq
Table 6.18.6.2.2-1: Definition of type NwSliceAllocReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valServiceId
	String
	M
	1
	Represents the VAL service identifier.
	

	valUeIds
	array(string)
	O
	1..N
	Represents the list of VAL UEs ID.
	

	locArea
	LocationArea5G
	M
	1
	Identification of location area to which the request applies. (NOTE)
	

	sliceId
	NetSliceId
	O
	0..1
	Represents the requested slice identifier.
	

	nwSliceServProf
	ServiceProfile
	O
	0..1
	Represents the requested Network slice service requirements.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 6.18.8.

This attribute shall be present only when feature negotiation needs to take place.
	

	NOTE:	The network area information within the “locaArea” attribute shall not be included.



Editor's Note:	The usage of ServiceProfile data type is FFS.

6.18.6.2.3	Type: NwSliceAllocResp
Table 6.18.6.2.3-1: Definition of type NwSliceAllocResp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	Represents the allocated slice identifier
	

	nwSliceAllocProf
	ServiceProfile
	M
	1
	Represents the allocated Network slice attributes
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 6.18.8.

This attribute shall be present only when feature negotiation needs to take place.
	



Editor's Note:	The usage of ServiceProfile data type is FFS.
[bookmark: _Toc85492917][bookmark: _Toc90661676][bookmark: _Toc138755367][bookmark: _Toc151886137][bookmark: _Toc152076202][bookmark: _Toc153793918]6.18.6.3	Simple data types and enumerations
[bookmark: _Toc96843448][bookmark: _Toc96844423][bookmark: _Toc100739996][bookmark: _Toc129252569][bookmark: _Toc144024279][bookmark: _Toc144459711]6.18.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc96843449][bookmark: _Toc96844424][bookmark: _Toc100739997][bookmark: _Toc129252570][bookmark: _Toc144024280][bookmark: _Toc144459712]6.18.6.3.2	Simple data types
The simple data types defined in table 6.18.6.3.2-1 shall be supported.
Table 6.18.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	
	
	



[bookmark: _Toc85492918][bookmark: _Toc90661677][bookmark: _Toc138755368][bookmark: _Toc151886138][bookmark: _Toc152076203][bookmark: _Toc153793919]6.18.7	Error Handling
[bookmark: _Toc138755369][bookmark: _Toc151886139][bookmark: _Toc152076204][bookmark: _Toc153793920]6.18.7.1	General
For the NSCE_NSAllocation API, error handling shall be supported as specified in clause 6.7 of 3GPP TS 29.549 [15].
[bookmark: _Toc138755370][bookmark: _Toc151886140][bookmark: _Toc152076205][bookmark: _Toc153793921]In addition, the requirements in the following clauses are applicable for the NSCE_NSDiagnostics API.
6.18.7.2	Protocol Errors
No specific protocol errors for the NSCE_NSAllocation API are specified.
[bookmark: _Toc138755371][bookmark: _Toc151886141][bookmark: _Toc152076206][bookmark: _Toc153793922]6.18.7.3	Application Errors
The application errors defined for NSCE_NSAllocation API are listed in table 6.18.1.6.3-1.
Table 6.18.7.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability

	
	
	
	



[bookmark: _Toc85492919][bookmark: _Toc90661678][bookmark: _Toc138755372][bookmark: _Toc151886142][bookmark: _Toc152076207][bookmark: _Toc153793923]6.18.8	Feature Negotiation
The optional features listed in table 6.18.8-1 are defined for the NSCE_NSAllocation API. They shall be negotiated using the extensibility mechanism defined in clause 6.8 of 3GPP TS 29.549 [15].
Table 6.14.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc96843458][bookmark: _Toc96844433][bookmark: _Toc100740006][bookmark: _Toc129252579][bookmark: _Toc144024291][bookmark: _Toc144459723]6.14.9	Security
The provisions of clause 9 of 3GPP TS 29.549 [15] shall apply for the NSCE_NSAllocation API.


* * * * End of changes * * * *
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