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[bookmark: _Toc151886181][bookmark: _Toc152076246][bookmark: _Toc153793962][bookmark: _Toc162006673]* * * First Change * * * *
[bookmark: _Toc510696587][bookmark: _Toc35971379][bookmark: _Toc157434455][bookmark: _Toc157436170][bookmark: _Toc157440010][bookmark: _Toc160649672][bookmark: _Toc161902317]5.2	NSCE_SliceApiManagement Service
5.2.1	Service Description
The NSCE_SliceApiManagement service exposed by the NSCE Server enables a service consumer:
-	create/delete a slice API management subscription;
-	request to update a slice API configuration;
-	request for a slice API invocation; and
-	receive slice API configuration notifications.
[bookmark: _Toc157434490][bookmark: _Toc157436205][bookmark: _Toc157440045][bookmark: _Toc148176847][bookmark: _Toc148358897][bookmark: _Toc151743056][bookmark: _Toc151743521]5.2.2	Service Operations
[bookmark: _Toc157434491][bookmark: _Toc157436206][bookmark: _Toc157440046]5.2.2.1	Introduction
The service operations defined for the NSCE_SliceApiManagement service are shown in table 5.2.2.1-1.
Table 5.2.2.1-1: NSCE_SliceApiManagement Service Operations
	Service Operation Name
	Description
	Initiated by

	[bookmark: _Hlk164132541]NSCE_SliceApiManagement _Subscribe
	This service operation is used to create/delete a slice API management subscription.
	e.g., VAL Server

	NSCE_SliceApiManagement _Notify
	This service operation is used to notify a peviously subscribed service consumer on slice API configuration information.
	NSCE Server

	NSCE_SliceApiManagement _Update
	This service operation is used to request the update for an existing slice API configuration.
	e.g., VAL Server

	NSCE_SliceApiManagement _Invoke
	This service operation is used to request for slice API invocation.
	e.g., VAL Server



5.2.2.2	NSCE_SliceApiManagement_Subscribe
[bookmark: _Toc138754884][bookmark: _Toc144222259]5.2.2.2.1	General
This service operation is used by a service consumer to request the NSCE Server to:
-	create a slice API management subscription; and
-	delete an existing slice API management subscription.
The following procedures are supported by the "NSCE_SliceApiManagement_Subscribe" service operation:
-	Slice API Management Subscription Creation.
-	Slice API Management Subscription Deletion.
5.2.2.2.2	Slice API Management Subscription Creation
Figure 5.2.2.2.2-1 depicts the scenario where a service consumer requests the NSCE Server for Slice API Management Subscription Creation (see also clause 9.3 of 3GPP°TS°23.435°[14]).


Figure 5.2.2.2.2-1: Procedure for Slice API Management Subscription Creation
[bookmark: _Hlk164133399][bookmark: _Hlk152688132]1.	To create a slice API management subscription, the service consumer shall send an HTTP POST request to the NSCE Server, targeting the URI of the "Slice API Management Subscriptions" resource, with the request body including the SlApiMgmtSub data structure.
2a.	Upon success, the NSCE Server shall respond with an HTTP "201 Created" status code, with the response body containing a representation of the created "Individual Slice API Management Subscription" resource within the SlApiMgmtSub data structure, and an HTTP "Location" header field containing the URI of the created resource.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.1.7.
5.2.2.2.3	Slice API Management Subscription Deletion
Figure 5.2.2.2.3-1 depicts the scenario where a service consumer requests the NSCE Server for Slice API Management Subscription Deletion (see also clause 9.3 of 3GPP°TS°23.435°[14]).


Figure 5.2.2.2.3-1: Procedure for Slice API Management Subscription Deletion
1.	To delete an existing slice API management subscription, the service consumer shall send an HTTP DELETE request to the NSCE Server targeting the URI of the "Individual Slice API Management Subscription" resource.
NOTE:	An alternative service consumer (i.e. other than the one that requested the creation of the targeted resource) can initiate this request.
2a.	Upon success, the NSCE Server shall respond with an HTTP "204 No Content" status code.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP DELETE response body, as specified in clause 6.1.7.
5.2.2.3	NSCE_SliceApiManagement_Notify
5.2.2.3.1	General
This service operation is used by the NSCE server to notify a subscribed service consumer e.g., the VAL server on the slice API management events.
The procedure which is supported by the "NSCE_SliceApiManagement_Notify" service operation, is:
-	Slice API Management Notification.
5.2.2.3.2	Slice API Management Notification
Figure 5.2.2.3.2-1 depicts the scenario where the NSCE Server notifies a subscribed service consumer on the slice API Management Notification (see also clause 9.3 of 3GPP°TS°23.435°[14]).


Figure 5.2.2.3.2-1: Procedure for Slice API Management Notification
1.	To notify a previously subscribed service consumer on slice API configuration event(s), the NSCE Server shall send an HTTP POST request to the service consumer with the request URI set to "{notifUri}", where the "notifUri" is set to the value received from the service consumer during the creation of the corresponding Slice API Management Subscription using the procedures defined in clause 5.2.2.2, and the request including SlApiCnf data structure.
2a.	Upon success, the service consumer shall respond to the NSCE Server with an HTTP "204 No Content" status code to acknowledge the reception of the notification.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.1.7.
5.2.2.4	NSCE_SliceApiManagement_Update
5.2.2.4.1	General
This service operation is used by a service consumer to request the NSCE server to update an existing slice API configuration.
The procedure which is supported by the "NSCE_SliceApiManagement_Update" service operation, is:
-	Slice API Configuration Update.
5.2.2.4.2	Slice API Configuration Update
Figure 5.2.2.4-1 depicts the scenario where a service consumer requests the NSCE Server for slice API configuration update (see also clause 9.3 of 3GPP°TS°23.435°[14]).


Figure 5.2.2.2.3-1: Procedure for Slice API Configuration Update
1.	To update an existing slice API configuration, the service consumer shall send an HTTP POST request to the NSCE Servertargeting the URI of the resource custom operation (i.e., "Update"), with the request body including the UpdSlApiReq data structure.
2a.	Upon success, the NSCE Server shall respond with an HTTP "200 OK" status code with the response body containing the the UpdSlApiResp data structure.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.1.7.
5.2.2.5	NSCE_SliceApiManagement_Invoke
5.2.2.5.1	General
This service operation is used by a service consumer to request the NSCE Server to invoke a slice API.
The procedure which is supported by the "NSCE_SliceApiManagement_Invoke" service operation, is:
-	Slice API Invocation.
5.2.2.5.2	Slice API Invocation
Figure 5.2.2.5.2-1 depicts the scenario where a service consumer requests the NSCE Server for slice API invocation (see also clause 9.3 of 3GPP°TS°23.435°[14]).


Figure 5.2.2.5.2-1: Procedure for Slice API Invocation 
[bookmark: _Hlk155727786]1.	To request slice API invocation, the service consumer shall send an HTTP POST request to the NSCE Server, targeting the URI of the corresponding custom operation (i.e., Invoke), with the request body including the InvokeReq data structure.
2a.	Upon success, the NSCE Server shall respond with an HTTP "204 No Content" status code.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.1.7.
* * * End of Change * * * *
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