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[bookmark: _Hlk86872063]* * * First Change * * * *
[bookmark: _Toc25270794][bookmark: _Toc34310451][bookmark: _Toc36464973][bookmark: _Toc51944705][bookmark: _Toc90662087]6.3.6.2.2	Type: UpuInfo
Table 6.3.6.2.2-1: Definition of type UpuInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	upuDataList
	array(UpuData)
	M
	1..N
	This information defines the UE Parameters Update (UPU). A secured packed with the Routing indicator update data and/or the Default configured NSSAI update data , and/or Disaster Roaming Enabled Indication, and/or the indication of 'applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN' are included. See clause 6.3.6.2.4.

	upuHeader
	UpuHeader
	O
	0..1
	This attribute contains UPU Header encoded as defined in clause 6.3.6.3.2.

	upuAckInd
	UpuAckInd
	M
	1
	Contains the indication of whether the acknowledgement from UE is needed.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.3.9 is supported.



* * * Next Change * * * *
[bookmark: _Toc25270796][bookmark: _Toc34310453][bookmark: _Toc36464975][bookmark: _Toc51944707][bookmark: _Toc90662089]6.3.6.2.4	Type: UpuData
Table 6.3.6.2.4-1: Definition of type UpuData
	Attribute name
	Data type
	P
	Cardinality
	Description

	secPacket
	SecuredPacket
	C
	0..1
	Presents if the Routing indicator update data is required to be updated, and contains a secured packet with the Routing indicator to be updated.

	defaultConfNssai
	array(Snssai)
	C
	1..N
	Presents if the Default configured NSSAI is required to be updated, and contains the Default configured NSSAI to be updated.

	RoutingId
	RoutingId
	C
	0..1
	May be present when sent from UDR to UDM. The UDM shall make use of Nspaf services (see 3GPP TS 29.544 [22] to encapsulate the routing id in a secured packet which is then conveyed to the AUSF and AMF.

	disasterRoaming
	boolean
	C
	0..1
	Present if the "Disaster Roaming Enabled Indication" needs to be updated. This IE shall be set as follows:
[bookmark: _PERM_MCCTEMPBM_CRPT03890030___2]-	true: Disaster roaming is enabled in the UE;
-	false (default): Disaster roaming is disabled in the UE

	vplmnListAllowedForDisasterRoaming
	boolean
	C
	0..1
	Present if the indication of 'applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN' needs to be updated. This IE shall be set as follows:
-	true: the "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN is applicable;
      -	false (default): the "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN is not applicable



* * * Next Change * * * *
[bookmark: _Toc25270810][bookmark: _Toc34310467][bookmark: _Toc36464989][bookmark: _Toc51944721][bookmark: _Toc90662105]A.4	Nausf_UPUProtection API
openapi: 3.0.0
info:
  version: 1.2.0-alpha.2
  title: Nausf_UPUProtection Service
  description: |
    AUSF UPU Protection Service
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.509 V17.3.0; 5G System; Authentication Server Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.509'

servers:
  - url: '{apiRoot}/nausf-upuprotection/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501.

security:
  - {}
  - oAuth2ClientCredentials:
      - nausf-upuprotection
…
…
[skipped for clarity]
    UpuData:
      description: Contains UE parameters update data set (e.g., the updated Routing ID Data or the Default configured NSSAI).
      type: object
      properties:
        secPacket:
          $ref: 'TS29509_Nausf_SoRProtection.yaml#/components/schemas/SecuredPacket'
        defaultConfNssai:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        routingId:
          $ref: 'TS29544_Nspaf_SecuredPacket.yaml#/components/schemas/RoutingId'
        disasterRoaming:
          type: boolean
          default: false
        vplmnListAllowedForDisasterRoaming:
          type: boolean
          default: false
      oneOf:
        - required: [secPacket]
        - required: [defaultConfNssai]
…
…
[skipped for clarity]
[bookmark: _Hlk86872073]* * * End of Changes * * * *

