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	Reason for change:
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	Applet Api_1_Hsr_Ace_5 (used in 6.1.2.3/ID7) expects to be notified of EVENT_FIELD_OFF in onCallback(), but it never activates this event. This means that the required code will not be executed, and the test result will not be valid.
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Applet uicc/hci/test/framework/api_1_hsr_ace/Api_1_Hsr_Ace_5.java:

public class Api_1_Hsr_Ace_5 extends Applet implements CardEmulationListener {

[…]


private Api_1_Hsr_Ace_5() {



/*



 * JavaCard applet register



 */



register();



ibuffer = JCSystem.makeTransientByteArray((short) 2, JCSystem.CLEAR_ON_RESET);



verificationByte = new byte[1];



verificationByte[0] = 0x00;



/*



 * HCI listener register



 */



try {




ceService = (CardEmulationService) HCIDevice.getHCIService(HCIDevice.CARD_EMULATION_SERVICE_ID);




ceService.register(this);




ceService.activateEvent(EVENT_ON_SEND_DATA);




ceService.activateEvent(EVENT_FIELD_OFF);


} catch (HCIException e) {




ISOException.throwIt(ISO7816.SW_DATA_INVALID);



}


}

[…]


public void onCallback(byte event, HCIMessage hcimessage) {



CardEmulationMessage message = (CardEmulationMessage) hcimessage;



switch (event) {



case EVENT_ON_SEND_DATA:




ibuffer[0] = (byte) 0x90;




ibuffer[1] = 0x00;




message.prepareAndSendSendDataEvent(ibuffer, (short) 0, (short) 2);





return;



case EVENT_FIELD_OFF:




if ((verificationByte[0] & 0x02) == 0x00) //assure, that deselect hasn't been called yet





verificationByte[0] |= 0x01;




ceService.deactivateEvent(EVENT_ON_SEND_DATA);




//fall through



default:




return;



}


}
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