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	Reason for change:
(

	When the talker is on a dedicated channel it is currently stated that the MSC sends the Additional Information on the VGCS talker’s call controlling SCCP connection. However, no such SCCP connection exists. 

The Additional Information message could be sent by the BSS to the VGCS talker on receipt of either:

a) a VGCS Additional Information message (BSSPMAP message) on the group call’s call controlling SCCP connection

b) a VGCS Additional Information message on the dedicated SCCP connection associated with the VGCS talker’s dedicated channel

The BSS sends the additional information in the Channel Release message to the talker that it being pre-empted on the dedicated channel. In order to ensure that the additional information is available to be sent with the Channel Release message it is desirable that the additional information is sent using option b) 

	
	

	Summary of change:
(

	Delete the text that states that the Additional Information is sent on the VGCS talker’s call controlling SCCP connection. Indicate that the BSS sends this message to the VGCS talker on the dedicated channel following receipt of the message on the dedicated SCCP connection.
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	VGCS talker that is being pre-empted may not receive the additional information.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

3.1.24b
Talker Information

The MSC may send a VGCS ADDITIONAL INFORMATION message containing information regarding the identity of the current talker to each BSS in the group call area. Each of these VGCS ADDITIONAL INFORMATION messages is sent on the  group call’s call controlling SCCP connection. In the case that the VGCS talker that is being pre-empted is on a dedicated channel, the MSC sends a  VGCS ADDITIONAL INFORMATION message on the VGCS talker’s dedicated SCCP connection.

On reception of the VGCS ADDITIONAL INFORMATION message on the group call’s call controlling SCCP connection, the BSS will initiate the transmission of the additional information on the radio interface in each cell in which the group call is active.

On reception of the VGCS ADDITIONAL INFORMATION message on the VGCS talker’s dedicated SCCP connection, the BSS will initiate the transmission of the additional information on the VGCS talker’s dedicated channel.
The MSC may also send the talker information (talker identity IE) in the Uplink Seized Command message. On reception of an UPLINK SEIZED COMMAND message containing the talker identity IE, the BSC will initiate the transmission of the additional information on the radio interface in each cell in which the group call is active.
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