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1 Analysis

	Reasons for change
	Current version of TS 38.212 V16.1.0: incorrect clause number for PMI parameters
Current version of TS 38.214 V16.1.0: typos on RRC parameter name for R


	Summary of changes
	1. TS 38.212 V16.1.0: fixed the clause number
2. TS 38.214 V16.1.0: fixed the typo


	Specs/Sections impacted
	TS 38.212 V16.1.0, section 6.3.2.1.2
TS 38.214 V16.1.0, section 5.2.2.2.5

	Consequences if not approved
	[bookmark: _GoBack]The spec is either ambiguous or erroneous (incorrect implementation, mismatch between 38.214 and 38.331) 




2 Text proposal

[bookmark: _Ref37801881]TP for TS 38.212 V16.1.0 
	[bookmark: _Toc19798739][bookmark: _Toc26467210][bookmark: _Toc29326565][bookmark: _Toc29327715][bookmark: _Toc36045905][bookmark: _Toc36046165][bookmark: _Toc36046311]
< Start TP for TS 38.212 V16.1.0>
6.3.2.1.2	CSI 
--------------- Unchanged parts omitted -------------
Table 6.3.2.1.2-2A: PMI of codebookType= typeII-PortSelection-r16
Note:	the bitwidth for ,  and  shown in Table 6.3.2.1.2-2A is the total bitwidth of ,  and  up to Rank = , respectively, and the corresponding per layer bitwidths are , , and 4, (i.e., 1, 3, and 4 bits for each respective indicator elements , , and , respectively), where  as defined in Clause 5.2.2.2.65.2.2.2.5 in [6, TS 38.214] is the number of nonzero coefficients for layer  such that 

< End TP for TS 38.212 V16.1.0>




TP for TS 38.214 V16.1.0 
	
[bookmark: _Toc29917311][bookmark: _Toc29899574][bookmark: _Toc29899156][bookmark: _Toc29894857][bookmark: _Toc26719422][bookmark: _Toc20311597][bookmark: _Toc12021485]< Start TP for TS 38.214 V16.1.0>

[bookmark: _Toc29673185][bookmark: _Toc29673326][bookmark: _Toc29674319]5.2.2.2.5	Enhanced Type II Codebook
< Unchanged parts are omitted >
The parameter  is configured with the higher-layer parameter numberOfPMI-SubbandsPerCQI-Subband-r16.

< End TP for TS 38.214 V16.1.0>






