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This document provides a summary of the following email discussion on the draft CR in R1-2202407 [1]:
[108-e-R16-IAB-01] Email discussion on IAB draft CR in R1-2202407 by February 22 – Luca (Qualcomm)
The contribution in [1] provides a draft CR to address primarily a sub-bullet alignment issue in TS38.213 as illustrated below for clause 14:
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The contribution also points out the same alignment issue is present in clause 11.1 of TS38.213, which is not IAB specific.
The moderator’s assessment is that the CR is valid as it reflects the intended correct interpretation of the specification. 
Therefore, the following is proposed:
Moderator Proposal 1:
Adopt the proposed CR for clause 14 in R1-2202407.
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current specification, clause 14 in 38.213

For each serving cell, an IAB-MT can be provided an indication for a slot format over a number of slots by ¢dd-UL-DL-
ConfigurationDedicated-IAB-MT. If the IAB-MT is provided tdd-UL-DL-ConfigurationDedicated-IAB-MT, the
statements in clause 11.1 that include "tdd-UL-DL-ConfigurationDedicated" apply to the IAB-MT of an IAB node by
replacing "tdd-UL-DL-ConfigurationDedicated" with "tdd-UL-DL-ConfigurationDedicated-IAB-MT" for the IAB-MT,
except that the tdd-UL-DL-ConfigurationDedicated-IAB-MT provides

a set of slot configurations by slotSpecificConfigurationsTodddModList-IAB-MT

for each slot configuration from the set of slot configurations

text to be indented right >

a slot index for a slot provided by s/otIndex

a set of symbols for a slot by symbols-I4B-MT where

if symbols-IAB-MT = allDownlink, all symbols in the slot are downlink

if symbols-IAB-MT = allUplink, all symbols in the slot are uplink

if symbols-IAB-MT = explicit, nrofDownlinkSymbols provides a number of downlink first symbols in the slot
and nrofUplinkSymbols provides a number of uplink last symbols in the slot. If nrofDownlinkSymbols is not
provided, there are no downlink first symbols in the slot and if nrofUplinkSymbols is not provided, there are
no uplink last symbols in the slot. The remaining symbols in the slot are flexible.

if symbols-IAB-MT = explicit-IAB-MT, nrofUplinkSymbols provides a number of uplink first symbols in the
slot and nrofDownlinkSymbols provides a number of downlink last symbols in the slot. If nrofUplinkSymbols
is not provided, there are no uplink first symbols in the slot and if nrofDownlinkSymbols is not provided,
there are no downlink last symbols in the slot. The remaining symbols in the slot are flexible.

proposed CR in R1-2202407

For each serving cell, an IAB-MT can be provided an indication for a slot format over a number of slots by 7dd-UL-DL-
ConfigurationDedicated-IAB-MT. If the IAB-MT is provided tdd-UL-DL-ConfigurationDedicated-I4B-MT, the
statements in clause 11.1 that include "tdd-UL-DL-ConfigurationDedicated" apply to the IAB-MT of an IAB node by
replacing "tdd-UL-DL-ConfigurationDedicated" with "tdd-UL-DL-ConfigurationDedicated-IAB-MT" for the IAB-MT,
except that the tdd-UL-DL-ConfigurationDedicated-IAB-MT provides

- aset of slot configurations by slotSpecificConfigurationsToAddModList-IAB-MT

- for each slot configuration from the set of slot configurations

- aslot index for a slot provided by slotIndex

- aset of symbols for a slot by symbols-I4B-MT where

if symbols-IAB-MT = allDownlink, all symbols in the slot are downlink
if symbols-IAB-MT = allUplink, all symbols in the slot are uplink

if symbols-IAB-MT = explicit, nrofDownlinkSymbols provides a number of downlink first symbols in the
slot and nrofUplinkSymbols provides a number of uplink last symbols in the slot. If nrofDownlinkSymbols
is not provided, there are no downlink first symbols in the slot and if nrofUplinkSymbols is not provided,
there are no uplink last symbols in the slot. The remaining symbols in the slot are flexible.

if symbols-IAB-MT = explicit-IAB-MT, nrofUplinkSymbols provides a number of uplink first symbols in
the slot and nrofDownlinkSymbols provides a number of downlink last symbols in the slot. If
nrofUplinkSymbols is not provided, there are no uplink first symbols in the slot and if
nrofDownlinkSymbols is not provided, there are no downlink last symbols in the slot. The remaining
symbols in the slot are flexible.




