

	
3GPP TSG RAN WG1 #112			                                                                   R1-2302134
Athens, Greece, February 27th – March 3rd, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.213
	CR
	0446
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR on broadcast PDCCH monitoring in active DL BWP

	
	

	Source to WG:
	Moderator (CMCC), ZTE

	Source to TSG:
	R1

	
	

	Work item code:
	NR_MBS-Core
	
	Date:
	2023-03-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	As described in clause 18 of TS 38.213, there are two ways for determining an MBS frequency resource for broadcast reception. 
	A UE can be configured by cfr-ConfigMCCH-MTCH an MBS frequency resource for PDCCH and PDSCH receptions providing MCCH and broadcast MTCH [12, TS 38.331]; otherwise, the MBS frequency resource is same as for the CORESET with index 0 that is associated with the Type0-PDCCH CSS set for PDCCH and PDSCH receptions providing MCCH and broadcast MTCH. A UE monitors PDCCH for scheduling PDSCH receptions for MCCH or broadcast MTCH as described in clause 10.1.



In clause 10.1, the conditions for monitoring broadcast PDCCHs in the active DL BWP are further described as follows. However, the case that the MBS frequency resource is same as the CORESET with index 0 is missing. 
	If the active DL BWP and an MBS frequency resource provided by cfr-ConfigMCCH-MTCH for a UE have same SCS and same CP length and the active DL BWP includes all RBs of the MBS frequency resource, and if the UE is provided searchSpaceMCCH or searchSpaceMTCH for Type0B-PDCCH CSS set on the primary cell or for Type3-PDCCH CSS set on a secondary cell, the UE monitors PDCCH for detection of broadcast DCI formats, as described in clause 18, on the active DL BWP.




	
	

	Summary of change:
	Add “or determined by CORESET with index 0 when cfr-ConfigMCCH-MTCH is not provided”.

	
	

	Consequences if not approved:
	The broadcast can not be received in the active DL BWP under the case that the MBS frequency resource is same as the CORESET with index 0.
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