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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]	3GPP TS 38.201: "NR; Physical Layer – General Description"
[3]	3GPP TS 38.202: "NR; Services provided by the physical layer"
[4]	3GPP TS 38.211: "NR; Physical channels and modulation"
[5]	3GPP TS 38.212: "NR; Multiplexing and channel coding"
[6]	3GPP TS 38.214: "NR; Physical layer procedures for data"
[7]	3GPP TS 38.215: "NR; Physical layer measurements"
[8-1]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone"
[8-2]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone"
[8-3]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios"
[8-4]	3GPP TS 38.101-4: "NR; User Equipment (UE) radio transmission and reception; Part 4: Performance requirements"
[8-5]	3GPP TS 38.101-5: " User Equipment (UE) radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements NR"
[9]	3GPP TS 38.104: "NR; Base Station (BS) radio transmission and reception"
[10]	3GPP TS 38.133: "NR; Requirements for support of radio resource management"
[11]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification"
[12]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification"
[13]	3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures"
[14]	3GPP TS 36.321: "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification"
[15]	3GPP TS 37.213: "Physical layer procedures for shared spectrum channel access"
[16]	3GPP TS 38.473: "F1 application protocol (F1AP)"
[17]	3GPP TS 38.304: "NR; User Equipment (UE) procedures in Idle mode and RRC Inactive state"
[18]	3GPP TS 38.306: "NR; User Equipment (UE) radio access capabilities"
[19]	3GPP TS 38.300: "NR; NR and NG-RAN Overall Description"
[20]	3GPP TS 38.106: "NR; NR Repeater Radio Transmission and Reception"
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For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in [1, TR 21.905].
BPRE	Bits Per Resource Element
BWP	Bandwidth Part
CB	Code Block
CBG	Code Block Group
CBR	Channel Busy Ratio
CCE	Control Channel Element 
CORESET	Control Resource Set
CP	Cyclic Prefix 
CRC	Cyclic Redundancy Check 
C-RNTI	Cell RNTI
CS-RNTI	Configured Scheduling RNTI
CSI	Channel State Information 
CSS	Common Search Space
DAI	Downlink Assignment Index 
DAPS	Dual Active Protocol Stack
DC	Dual Connectivity
DCI	Downlink Control Information
DL	Downlink
DL-SCH	Downlink Shared Channel
EPRE	Energy Per Resource Element
EN-DC	E-UTRA NR Dual Connectivity with MCG using E-UTRA and SCG using NR
FR1	Frequency Range 1
FR2	Frequency Range 2
FR2-NTN	Frequency Range 2 for non-terrestrial networks [8-5]
G-CS-RNTI	Group Configured Scheduling RNTI
G-RNTI	Group RNTI
GSCN	Global Synchronization Channel Number
HARQ-ACK	Hybrid Automatic Repeat reQuest Acknowledgement 
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[bookmark: _Toc12021439][bookmark: _Toc20311551][bookmark: _Toc26719376][bookmark: _Toc29894807][bookmark: _Toc29899106][bookmark: _Toc29899524][bookmark: _Toc29917261][bookmark: _Toc36498135][bookmark: _Toc45699161][bookmark: _Toc161999086][bookmark: _Hlk163749461]4.1	Cell search
Cell search is the procedure for a UE to acquire time and frequency synchronization with a cell and to detect the physical layer Cell ID of the cell. 
A UE receives the following synchronization signals (SS) in order to perform cell search: the primary synchronization signal (PSS) and secondary synchronization signal (SSS) as defined in [4, TS 38.211]. 
A UE assumes that reception occasions of a physical broadcast channel (PBCH), PSS, and SSS are in consecutive symbols, as defined in [4, TS 38.211], and form a SS/PBCH block. The UE assumes that SSS, PBCH DM-RS, and PBCH data have same EPRE. The UE may assume that the ratio of PSS EPRE to SSS EPRE in a SS/PBCH block is either 0 dB or 3 dB. If the UE has not been provided dedicated higher layer parameters, the UE may assume that the ratio of PDCCH DMRS EPRE to SSS EPRE is within -8 dB and 8 dB when the UE monitors PDCCHs for a DCI format 1_0 with CRC scrambled by SI-RNTI, P-RNTI, or RA-RNTI, or for a DCI format 2_7, or for a DCI format 4_0.
For a half frame with SS/PBCH blocks, the first symbol indexes for candidate SS/PBCH blocks are determined according to the SCS of SS/PBCH blocks as follows, where index 0 corresponds to the first symbol of the first slot in a half-frame. 
-	Case A - 15 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes of . 
-	For operation without shared spectrum channel access:
-	For carrier frequencies smaller than or equal to 3 GHz, . 
-	For carrier frequencies within FR1 larger than 3 GHz, .
-	For operation with shared spectrum channel access, as described in [15, TS 37.213], .
-	Case B - 30 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies smaller than or equal to 3 GHz, . For carrier frequencies within FR1 larger than 3 GHz, .
-	Case C - 30 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . 
-	For operation without shared spectrum channel access
-	For paired spectrum operation
-	For carrier frequencies smaller than or equal to 3 GHz, . For carrier frequencies within FR1 larger than 3 GHz, . 
-	For unpaired spectrum operation
-	For carrier frequencies smaller than 1.88 GHz, . For carrier frequencies within FR1 equal to or larger than 1.88 GHz, .
-	For operation with shared spectrum channel access, .
-	Case D - 120 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies within FR2 and FR2-NTN, .
-	Case E - 240 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies within FR2-1 and FR2-NTN, .
-	Case F – 480 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies within FR2-2,  
-	Case G – 960 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies within FR2-2, 
<unchanged parts omitted>
[bookmark: _Ref491452917][bookmark: _Toc12021462][bookmark: _Toc20311574][bookmark: _Toc26719399][bookmark: _Toc29894830][bookmark: _Toc29899129][bookmark: _Toc29899547][bookmark: _Toc29917284][bookmark: _Toc36498158][bookmark: _Toc45699184][bookmark: _Toc161999109][bookmark: _Hlk163749494]8.1	Random access preamble
Physical random access procedure for a UE is triggered upon request of a PRACH transmission by higher layers or by a PDCCH order for a cell. A configuration by higher layers for a PRACH transmission includes the following: 
-	A configuration for PRACH transmission on the cell [4, TS 38.211]. 
-	A preamble index, a preamble SCS, , a corresponding RA-RNTI when applicable [11, TS 38.321], and a PRACH resource for the cell. 
-	A number of  preamble repetitions for the PRACH transmission if the UE would transmit the PRACH with repetitions. 
A UE transmits a PRACH on a cell using the selected PRACH format with transmission power , as described in clause 7.4, on the indicated PRACH resource or on a determined set of  resources using a same spatial filter in case of  preamble repetitions.
For Type-1 random access procedure, a UE is provided a number  of SS/PBCH block indexes associated with one PRACH occasion and a number  of contention based preambles per SS/PBCH block index per valid PRACH occasion by ssb-perRACH-OccasionAndCB-PreamblesPerSSB. 
For Type-2 random access procedure with common configuration of PRACH occasions with Type-1 random access procedure, a UE is provided a number  of SS/PBCH block indexes associated with one PRACH occasion by ssb-perRACH-OccasionAndCB-PreamblesPerSSB and a number  of contention based preambles per SS/PBCH block index per valid PRACH occasion by msgA-CB-PreamblesPerSSB-PerSharedRO. The PRACH transmission can be on a subset of PRACH occasions associated with a same SS/PBCH block index within an SSB-RO mapping cycle for a UE provided with a PRACH mask index by msgA-SSB-SharedRO-MaskIndex according to [11, TS 38.321].
For Type-2 random access procedure with separate configuration of PRACH occasions with Type-1 random access procedure, a UE is provided a number  of SS/PBCH block indexes associated with one PRACH occasion and a number  of contention based preambles per SS/PBCH block index per valid PRACH occasion by msgA-SSB-PerRACH-OccasionAndCB-PreamblesPerSSB when provided; otherwise, by ssb-perRACH-OccasionAndCB-PreamblesPerSSB.
For a random access procedure associated with a feature combination indicated by FeatureCombinationPreambles, a UE is provided a number  of SS/PBCH block indexes associated with one PRACH occasion by ssb-perRACH-OccasionAndCB-PreamblesPerSSB or msgA-SSB-PerRACH-OccasionAndCB-PreamblesPerSSB when provided and a number  of contention based preambles per SS/PBCH block index per valid PRACH occasion by startPreambleForThisPartition and numberOfPreamblesPerSSB-ForThisPartition. The PRACH transmission can be on a subset of PRACH occasions associated with a same SS/PBCH block index within an SSB-RO mapping cycle for a UE provided with a PRACH mask index by ssb-SharedRO-MaskIndex according to [11, TS 38.321].
For Type-1 random access procedure, or for Type-2 random access procedure with separate configuration of PRACH occasions from Type 1 random access procedure, if , one SS/PBCH block index is mapped to  consecutive valid PRACH occasions and  contention based preambles with consecutive indexes associated with the SS/PBCH block index per valid PRACH occasion start from preamble index 0. If ,  contention based preambles with consecutive indexes associated with SS/PBCH block index , , per valid PRACH occasion start from preamble index  where  is provided by totalNumberOfRA-Preambles for Type-1 random access procedure, or by msgA-TotalNumberOfRA-Preambles for Type-2 random access procedure with separate configuration of PRACH occasions from a Type 1 random access procedure, and is an integer multiple of . 
For Type-2 random access procedure with common configuration of PRACH occasions with Type-1 random access procedure, if , one SS/PBCH block index is mapped to  consecutive valid PRACH occasions and  contention based preambles with consecutive indexes associated with the SS/PBCH block index per valid PRACH occasion start from preamble index . If ,  contention based preambles with consecutive indexes associated with SS/PBCH block index , , per valid PRACH occasion start from preamble index , where  is provided by totalNumberOfRA-Preambles for Type-1 random access procedure.
For link recovery, a UE is provided  SS/PBCH block indexes associated with one PRACH occasion by ssb-perRACH-Occasion in BeamFailureRecoveryConfig. For a dedicated RACH configuration provided by RACH-ConfigDedicated, if cfra is provided, a UE is provided  SS/PBCH block indexes associated with one PRACH occasion by ssb-perRACH-Occasion in occasions. If , one SS/PBCH block index is mapped to  consecutive valid PRACH occasions. If , all consecutive  SS/PBCH block indexes are associated with one PRACH occasion. 
SS/PBCH block indexes provided by ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon are mapped to valid PRACH occasions in the following order where the parameters are described in [4, TS 38.211].
-	First, in increasing order of preamble indexes within a single PRACH occasion
-	Second, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions
-	Third, in increasing order of time resource indexes for time multiplexed PRACH occasions within a PRACH slot
-	Fourth, in increasing order of indexes for PRACH slots
An association period, starting from frame 0, for mapping SS/PBCH block indexes to PRACH occasions is the smallest integer number in the set determined by the PRACH configuration period according Table 8.1-1 such that  SS/PBCH block indexes are mapped at least once to the PRACH occasions within the association period, where a UE obtains  from the value of ssb-PositionsInBurst in SIB1 or in ServingCellConfigCommon. If after an integer number of SS/PBCH block indexes to PRACH occasions mapping cycles within the association period there is a set of PRACH occasions or PRACH preambles that are not mapped to  SS/PBCH block indexes, no SS/PBCH block indexes are mapped to the set of PRACH occasions or PRACH preambles. An association pattern period includes one or more association periods and is determined so that a pattern between PRACH occasions and SS/PBCH block indexes repeats at most every 160 msec. PRACH occasions not associated with SS/PBCH block indexes after an integer number of association periods, if any, are not used for PRACH transmissions.
[bookmark: _Hlk163749521]For a PRACH transmission by a UE triggered by a PDCCH order, the PRACH mask index field, if the value of the random access preamble index field is not zero, indicates the PRACH occasion for the PRACH transmission where the PRACH occasions are associated with the SS/PBCH block index indicated by the SS/PBCH block index field of the PDCCH order and, if any, a cell indicator field indicates a cell for the PRACH transmission [5, TS 38.212]. If the UE is provided  by cellSpecificKoffset, the PRACH occasion is after slot  where  is the slot of the UL BWP for the PRACH transmission that overlaps with the end of the PDCCH order reception assuming , and  in FR1 and in FR2-NTN  is the SCS configuration for the PRACH transmission. If the PDCCH reception for the PDCCH order includes two PDCCH candidates from two linked search space sets based on searchSpaceLinkingId, as described in clause 10.1, the last symbol of the PDCCH reception is the last symbol of the PDCCH candidate that ends later. The PDCCH reception includes the two PDCCH candidates also when the UE is not required to monitor one of the two PDCCH candidates as described in clauses 10 (except clause 10.4), 11.1, 11.1.1 and 17.2.
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[bookmark: _Hlk163744099]For the remaining of this clause, if a UE is provided  by cellSpecificKoffset or  by a MAC CE command, reference to a slot  for a PUCCH transmission or PUSCH transmission corresponds to a slot  for the PUSCH or the PUCCH transmission, and reference to a slot  corresponds to slot , where  is the SCS configuration for the PUCCH transmission or PUSCH transmission,  is defined in clause 4.2, and  in FR1 and in FR2-NTN. If cellSpecificKoffset or if the MAC CE command is not provided,  or , respectively. If the PUCCH or PUSCH transmission is scheduled by a DCI format, or if SRS transmission is triggered by a DCI format, the value of  is the one that is applicable at the slot overlapping with the last symbol of the PDCCH reception providing the DCI format. If the PUCCH transmission or the PUSCH transmission is scheduled by a DCI format with CRC scrambled by TC-RNTI, . If the UE is provided a  value by a MAC CE command, the UE applies the MAC CE command in the first slot that is after slot  where  is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the MAC CE command,  is the SCS configuration for the PUCCH transmission that is determined in the slot when the MAC CE command is applied. 
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