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RAN1 discussed LTE physical layer UE categories and UE physical layer capabilities during the RAN1#51bis and 52 meeting. RAN1 would like to inform RAN2 of the following CR to TS 36.306 reflecting the decisions made in RAN1#51bis and 52
------ start of text proposal ----

Table 4.3-1:  Downlink physical layer parameter values set by UE Category

	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	Category 1
	[10040]
	[10040]
	[242,880]
	1

	Category 2
	[50000]
	[50000]
	[1,206,624]
	2

	Category 3
	[100000]
	[75056]
	[1,206,624]
	2

	Category 4
	[150112]
	[75056]
	[1,811,232]
	2

	Category 5
	[300064]
	[150032]
	[3,620,256]
	4


Table 4.3-2: Uplink physical layer parameter values set by UE Category

	UE Category
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	Category 1
	[5032]
	No

	Category 2
	[25008]
	No

	Category 3
	[50000]
	No

	Category 4
	[50000]
	No

	Category 5
	[75056]
	Yes


4.3.4
Physical layer parameters

4.3.4.1
Support of E-UTRA FDD (FFS)

This parameter defines whether the UE supports E-UTRA FDD.

Editor's note:
Further study required to conclude if this independent capability parameter is needed in addition to the list of supported E-UTRA radio frequency bands.

4.3.4.2
Support of E-UTRA TDD (FFS)

This parameter defines whether the UE supports E-UTRA TDD.

Editor's note:
Further study required to conclude if this independent capability parameter is needed in addition to the list of supported E-UTRA radio frequency bands.

4.3.4.3 
Support of uplink transmit diversity

This parameter defines whether the UE supports closed-loop antenna selection transmit diversity on the uplink. 
---------- end of text proposal----------

2. Actions:

RAN1 kindly asks RAN2 to capture the RAN1 decision in 36.306
3. Date of Next TSG-RAN WG1 Meetings:

RAN WG1#52bis
March  31- April 4
Shenzhen
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