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1. Overall Description:

In RAN4 #64bis, RAN4 sent an LS (R4-126013) on “wideband RSRQ measurement”. RAN4 informed RAN2 of the RAN4 conclusion that wideband RSRQ measurement for CONNECTED state is introduced in Rel-11. IDLE state is, however, FFS.

During RAN4#65, RAN4 discussed wideband RSRQ measurement for IDLE state, and agreed the conclusion for IDLE state as follow:

· Explicit indication is signaled by the network to inform the UE to perform wider bandwidth RSRQ measurement.

· It applies to intra-frequency, inter-frequency and inter-RAT E-UTRA (i.e. when serving cell is UTRA or GERAN) 

· Applicable in RRC_IDLE in E-UTRAN CELL_DCH, idle mode, CELL_PCH, URA_PCH and CELL_FACH in UTRA, and idle mode in GERAN
· Additional re-selection parameters for wideband RSRQ measurement are signaled by network in both E-UTRAN, UTRAN, GERAN IDLE states.
· The details of signaling is are discussed in RAN2/ GERAN2.
· Note that new parameters are needed because the difference between measured RSRQ on 6 RBs and wider bandwidth can be large.
· It applies when AllowedMeasBandwidth is 10 MHz or larger.
· Measurement Bandwidth information
· Use existing parameter AllowedMeasBandwidth defined in TS 36.331 to inform UE about allowed measurement bandwidth.
· The actual measurement bandwidth is up to UE implementation
· No test cases are introduced for IDLE states
· RAN4 was not able to conclude whether the UE support for this new functionality should be mandatory or optional. RAN4 would like to ask RAN’s guidance on this.
2. Actions:
To RAN2:

RAN4 respectively asks RAN2 to consider the above conclusions and update the corresponding specifications to support wider measurement bandwidth RSRQ measurement for IDLE state.
To RAN:

RAN4 respectively asks RAN’s guidance whether the UE support for this new functionality should be mandatory or optional. 
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