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1. Overall Description:

RAN1 has discussed S-UMTS and concluded on primary candidate scenarios and candidate physical layer solutions as follows:
Primary candidate scenarios for S​-UMTS to consider
· Stand-alone S-UMTS carrier with reduced bandwidth (1/2 of the legacy carrier bandwidth)

· Dual-carrier operation with legacy carrier as the primary carrier and one S-UMTS carrier with reduced bandwidth (½ or ¼ of the legacy carrier bandwidth) as the secondary carrier, and with only one uplink (on primary carrier)

Candidate physical layer solutions to consider

· Reducing the chip rate to ½ or ¼ from the existing 3.84 Mcps operation

· Solutions without changing chip rate may be presented

· Possible options for frame/subframe/slot timing

· Extend the slot duration to maintain the same number of chips/slot

· Keep the 0.667 ms slot duration and reduce the number of chips/slot

· Other solutions may be presented

More information on identified candidate scenarios can be found in R1-130347 as attached.
2. Actions:

To RAN4
ACTION: 
RAN1 respectfully asks RAN4 to consider impacts to RAN4 specifications and coexistence.  
To GERAN1

ACTION: 
RAN1 respectfully invites GERAN1 to consider whether there might be impacts to GERAN1 specifications and coexistence.  

3. Date of Next TSG-RAN1 Meetings:

TSG RAN1 Meeting #72bis         15 - 19 Apr 2013,
Chicago, US
TSG RAN1 Meeting #73             20 - 24 May 2013,
Fukuoka, Japan

