

	
3GPP TSG RAN WG1 Meeting #95	R1-18xxxxx
[bookmark: _GoBack] Spokane, USA, November 12-16, 2018
	CR-Form-v11.4

	[DRAFT] CHANGE REQUEST

	

	
	38.214
	CR
	CRNum
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Draft CR on DCI format 0_0 with CRC scrambled by SP-CSI-RNTI

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	RAN1

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-11-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	SP-CSI has been introduced in NR Rel-15 and can be triggered by UL grant. CSI request field in DCI format 0_1 with CRC scrambled by SP-CSI-RNTI can be used to trigger SP-CSI transmission. While in DCI format 0_0, there is no CSI request field, thus DCI format 0_0 cannot be used to trigger SP-CSI and in TS 38.212 DCI format 0_0 is not scrambled by SP-CSI-RNTI for CRC. But in TS 38.214, there are some incorrect descriptions that DCI format 0_0 with CRC scrambled with SP-CSI-RNTI. The descriptions in TS 38.214 should be aligned with TS 38.212.

	
	

	Summary of change:
	Delete SP-CSI-RNTI scrambling CRC of DCI format 0_0.

	
	

	Consequences if not approved:
	Misalignment between TS 38.212 and TS 38.214.

	
	

	Clauses affected:
	12

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


----------------------------------------------- Start of Text Proposal ---------------------------------------------
< Unchanged parts are omitted >
6.1.4.1            Modulation order and target code rate determination
For a PUSCH scheduled by RAR UL grant or for a PUSCH scheduled by a DCI format 0_0/0_1 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or SP-CSI-RNTI, or for a PUSCH with configured grant using CS-RNTI, and 
for a PUSCH scheduled by RAR UL grant or for a PUSCH scheduled by a DCI format 0_1 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or SP-CSI-RNTI, or for a PUSCH with configured grant using CS-RNTI,
[bookmark: _Toc525748117]< Unchanged parts are omitted >
6.1.4.2	Transport block size determination
For a PUSCH scheduled by RAR UL grant or for a PUSCH scheduled by a DCI format 0_0/0_1 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or SP-CSI-RNTI. And
For a PUSCH scheduled by RAR UL grant or for a PUSCH scheduled by a DCI format 0_1 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or SP-CSI-RNTI. 
< Unchanged parts are omitted >
----------------------------------------------- End of Text Proposal ----------------------------------------------

