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	Reason for change:
	In RAN2 specifications (TS 38.331 – section 5.3.5.5.2) the UE reads the MIB during handover:
1> start synchronising to the DL of the target SpCell and acquire the MIB of the target SpCell as specified in 5.2.2.3.1;
NOTE: The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.

	
	

	Summary of change:
	Remove the synchronization requirement in FR1 with L=4

	
	

	Consequences if not approved:
	Unncessary requirement for synchronization as UE already reads MIB during handover, and can achieve synchrononization with target cell based on that.
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[bookmark: _Toc524610251]6.3.3.2	Mapping to physical resources
<omitted parts>
For handover purposes within the same frequency range in paired spectrum with , the UE may assume the absolute value of the time difference between radio frame  in the current cell and radio frame  in the target cell is less than  if any of the following conditions are fulfilled:
-	the entries in Tables 6.3.3.2-2 and 6.3.3.2-3 where 
-	the entries in Tables 6.3.3.2-2 and 6.3.3.2-3 where  and and the association period in Table 8.1-1 of [38.213] is not equal to 1

<omitted parts>
