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6.1.2.1.1
Determination of the resource allocation table to be used for PUSCH

Table 6.1.2.1.1-1 defines which PUSCH time domain resource allocation configuration to apply. Either a default PUSCH time domain allocation A according to table 6.1.2.1.1-2, is applied, or the higher layer configured pusch-TimeDomainAllocationList in either pusch-ConfigCommon or pusch-Config is applied.

Table 6.1.2.1.1-4 defines the subcarrier spacing specific values j. j is used in determination of  [image: image2.png]


 in conjunction to table 6.1.2.1.1-2, for normal CP or table 6.1.2.1.1.-3 for extended CP, where [image: image4.png]Wpysca



 is the subcarrier spacing configurations for PUSCH.

Table 6.1.2.1.1-5 defines the additional subcarrier spacing specific slot delay value for the first transmission of  PUSCH scheduled by the RAR. When the UE transmits a  PUSCH scheduled by RAR, the Δ value specific to  the PUSCH subcarrier spacing µPUSCH is applied in addition to the K2 value.
Table 6.1.2.1.1-1: Applicable PUSCH time domain resource allocation

	RNTI
	PDCCH search space
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	PUSCH time domain resource allocation to apply

	PUSCH scheduled by MAC RAR as described in subclause 8.2 of [6, TS 38.213]
	No
	-
	Default A

	
	Yes
	
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon

	C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI
	Any common search space associated with CORESET 0
	No
	-
	Default A

	
	
	Yes
	
	pusch-AlloTimeDomaincationList provided in pusch-ConfigCommon

	C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI
	Any common search space not associated with CORESET 0,

UE specific search space
	No
	No
	Default A

	
	
	Yes
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	
	
	No/Yes
	Yes
	pusch-TimeDomainAllocationList provided in pusch-Config


Table 6.1.2.1.1-2: Default PUSCH time domain resource allocation A for normal CP

	Row index
	PUSCH mapping type
	[image: image5.png]



	S
	L

	1
	Type A
	j
	0
	14

	2
	Type A
	j
	0
	12

	3
	Type A
	j
	0
	10

	4
	Type B
	j
	2
	10

	5
	Type B
	j
	4
	10

	6
	Type B
	j
	4
	8

	7
	Type B
	j
	4
	6

	8
	Type A
	j+1
	0
	14

	9
	Type A
	j+1
	0
	12

	10
	Type A
	j+1
	0
	10

	11
	Type A
	j+2
	0
	14

	12
	Type A
	j+2
	0
	12

	13
	Type A
	j+2
	0
	10

	14
	Type B
	j
	8
	6

	15
	Type A
	j+3
	0
	14

	16
	Type A
	j+3
	0
	10


Table 6.1.2.1.1-3: Default PUSCH time domain resource allocation A for extended CP 

	Row index
	PUSCH mapping type
	K2
	S
	L

	1
	Type A
	j
	0
	8

	2
	Type A
	j
	0
	12

	3
	Type A
	j
	0
	10

	4
	Type B
	j
	2
	10

	5
	Type B
	j
	4
	4

	6
	Type B
	j
	4
	8

	7
	Type B
	j
	4
	6

	8
	Type A
	j+1
	0
	8

	9
	Type A
	j+1
	0
	12

	10
	Type A
	j+1
	0
	10

	11
	Type A
	j+2
	0
	6

	12
	Type A
	j+2
	0
	12

	13
	Type A
	j+2
	0
	10

	14
	Type B
	j
	8
	4

	15
	Type A
	j+3
	0
	8

	16
	Type A
	j+3
	0
	10


Table 6.1.2.1.1-4: Definition of value j
	µPUSCH
	j

	0
	1

	1
	1

	2
	2

	3
	3


Table 6.1.2.1.1-5: Definition of value Δ
	µPUSCH
	Δ

	0
	2

	1
	3

	2
	4

	3
	6


