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	Reason for change:
	The procedure for determining slots for a multi-slot PUCCH transmission in unpaired spectrum does not address the case of overlap with SS/PBCH block in flexible symbols or in case the UE is not provided TDD-UL-DL-ConfigurationCommon.

	
	

	Summary of change:
	If multi-slot PUCCH transmission in a slot overlaps a SS/PBCH block in flexible symbols or in case the UE is not provided TDD-UL-DL-ConfigurationCommon, the PUCCH transmission in that slot is deferred.

	
	

	Consequences if not approved:
	Ambigious UE behaviour in case a multi-slot PUCCH transmission in a slot overlaps an SS/PBCH block in a flexible symbols or in case the UE is not provided TDD-UL-DL-ConfigurationCommon, the UE doesn’t transmit PUCCH in this slot, but it is not clear if the UE cancels the PUCCH transmission of that slot, or defers it to a later slot. 

	
	

	Clauses affected:
	9.2.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This change has issolated impact, it impacts the case when a multi-slot PUCCH transmisison overlaps a SS/PBCH block in flexible symbols or in case the UE is not provided TDD-UL-DL-ConfigurationCommon.
If the network implements this change, but the UE doesn’t the UE might drop a PUCCH transmission and not defer it, this leads to fewer transmissions for PUCCH combining, the network can detect this with a DTX detector.
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[bookmark: _Toc517265069]9.2.6	PUCCH repetition procedure
<omitted parts>
An SS/PBCH Block symbol is a symbol indicated to the UE by ssb-PositionsInBurst in SystemInformationBlockType1 or ssb-PositionsInBurst in ServingCellConfigCommon.

For unpaired spectrum, If a UE is provided TDD-UL-DL-ConfigurationCommon, or is additionally provided TDD-UL-DL-ConfigDedicated, as described in Subclause 11.1, the UE determines the  slots for a PUCCH transmission starting from a slot indicated to the UE as described in Subclause 9.2.3 and having
-	an UL symbol, as described in Subclause 11.1, or flexible symbol that is not SS/PBCH Block symbol provided by startingSymbolIndex in PUCCH-format1, or in PUCCH-format3, or in PUCCH-format4 as a first symbol, and
-	consecutive UL symbols, as described in Subclause 11.1 or flexible symbols that are not SS/PBCH Block symbols, starting from the first symbol, equal to or larger than a number of symbols provided by nrofsymbols in PUCCH-format1, or in PUCCH-format3, or in PUCCH-format4


For paired spectrurm, If a UE is not provided TDD-UL-DL-ConfigurationCommon, the UE determines the  slots for a PUCCH transmission as the  consecutive slots starting from a slot indicated to the UE as described in Subclause 9.2.3 

-	If a UE would transmit a PUCCH over a first number  of slots and the UE would transmit a PUSCH over a second number of slots, and the PUCCH transmission would overlap with the PUSCH transmission in one or more slots, and the conditions in Subclause 9.2.5 for multiplexing the UCI in the PUSCH are satisfied in the overlapping slots, the UE transmits the PUCCH and does not transmit the PUSCH in the overlapping slots.
<omitted parts>
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