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	Reason for change:
	In RAN2#108 meeting, RAN2 agreed to support NR SA to EN-DC handover in Rel 16 and a new UE capability indicator should be introduced to indicate the network whether the UE support inter-RAT handover from NR to EN-DC.

According to this capability indicator the source gNB can configure UE with neighbor NR cell measurement. This new UE capabilities should be included in UE NR capabilities container if supported.
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	Add a new UE capability indicator NR-HO-ToEN-DC-r16.
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5G impacted architectures: SA, EN-DC
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UE capability, inter-RAT handover towards E-UTRA.
Interoperability
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If the UE implements the change and the network does not, the network will ignore this capability and will not initiate the NR to EN-DC handover.
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====================start of change=====================

4.2.10
Inter-RAT parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF

	mfbi-EUTRA

Indicates whether the UE supports the mechanisms defined for cells broadcasting multi band information i.e. comprehending multiBandInfoList defined in TS 36.331 [17].
	UE
	Yes
	No

	modifiedMPR-BehaviorEUTRA

modifiedMPR-Behavior in 4.3.5.10, TS 36.306 [15].
	UE
	No
	No

	multiNS-Pmax-EUTRA

multiNS-Pmax defined in 4.3.5.16, TS 36.306 [15].
	UE
	No
	No

	ne-DC

Indicates whether the UE supports NE-DC as specified in TS 37.340 [7].
	UE
	No
	No

	rs-SINR-MeasEUTRA

rs-SINR-Meas in 4.3.6.13, TS 36.306 [15].
	UE
	No
	No

	rsrqMeasWidebandEUTRA

rsrqMeasWideband in 4.3.6.2, TS 36.306 [15]
	UE
	No
	Yes

	supportedBandListEUTRA

supportedBandListEUTRA defined in 4.3.5.1, TS 36.306 [15].
	UE
	No
	No

	nr-HO-ToEN-DC-r16 
Indicates whether the UE supports inter-RAT handover from NR to EN-DC while NR-DC or NE-DC is not configured as defined in TS 36.306 [15]. It is mandated for UE support EN-DC.
	UE
	CY
	No
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