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====================start of the change=====================
6.3.3
UE capability information elements
>>>>>>>>>>>>>>Omitted unchanged parts<<<<<<<<<<<<<<
–
InterRAT-Parameters

The IE InterRAT-Parameters is used convey UE capabilities related to the other RATs.

InterRAT-Parameters information element

-- ASN1START

-- TAG-INTERRAT-PARAMETERS-START

InterRAT-Parameters ::=             SEQUENCE {

    eutra                               EUTRA-Parameters                OPTIONAL,

    ...

}

EUTRA-Parameters ::=                SEQUENCE {

    supportedBandListEUTRA          SEQUENCE (SIZE (1..maxBandsEUTRA)) OF FreqBandIndicatorEUTRA,

    eutra-ParametersCommon          EUTRA-ParametersCommon                                          OPTIONAL,

    eutra-ParametersXDD-Diff            EUTRA-ParametersXDD-Diff                                    OPTIONAL,

    ...

}

EUTRA-ParametersCommon ::=      SEQUENCE {

    mfbi-EUTRA                          ENUMERATED {supported}          OPTIONAL,

    modifiedMPR-BehaviorEUTRA           BIT STRING (SIZE (32))          OPTIONAL,

    multiNS-Pmax-EUTRA                  ENUMERATED {supported}          OPTIONAL,

rs-SINR-MeasEUTRA                   ENUMERATED {supported}          OPTIONAL,
    ...,

    [[ 

    ne-DC                               ENUMERATED {supported}          OPTIONAL

    ]],
[[ 

    nr-HO-ToEN-DC-r16                   ENUMERATED {supported}          OPTIONAL

    ]]

}

EUTRA-ParametersXDD-Diff ::=        SEQUENCE {

    rsrqMeasWidebandEUTRA               ENUMERATED {supported}          OPTIONAL,

    ...

}

-- TAG-INTERRAT-PARAMETERS-STOP

-- ASN1STOP

====================end of the change=====================
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