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1 Introduction
An offline discussion has been set up to update TS 36.300 for NB-IoT:

· [AT110-e][302][NBIOT] R16 36.300 CR (Huawei)


Status: Not Started


Scope: Update the CR with agreements from this meeting.


Intended outcome: Agreed CR in R2-2005922


Deadline: June 12 1000 UTC
This document collects comments on the draft CR and proposals for additional changes 

For ease of handling, it is organised by sections. 

2 Discussion
2.1 Sections 2 and 3 
Discussion Point 1: Companies to indicate any comments on section 2 and 3.
	Company
	Comments

	
	

	
	


2.2 Section 4 
Discussion Point 2: Companies to indicate any comments on section 4.
	Company
	Comments

	
	

	
	


2.3 Section 5 
Discussion Point 3: Companies to indicate any comments on section 4.
	Company
	Comments

	
	

	
	


2.4 Section 6 
Discussion Point 4: Companies to indicate any comments on section 4.
	Company
	Comments

	
	

	
	


2.5 Sections 7.0, 7.1, 7.2 and 7.3
Discussion Point 5: Companies to indicate any comments on section 7.0, 7.1. 7.2, 7.3
	Company
	Comments

	
	

	
	


2.6 Section 7.3a 
Discussion Point 6: Companies to indicate any comments on section 7.3a
	Company
	Comments

	
	

	
	


2.7 Section 7.3b 
Discussion Point 7: Companies to indicate any comments on section 7.3b
	Company
	Comments

	
	

	
	


2.8 Section 7.3c 

Discussion Point 8: Companies to indicate any comments on section 7.3c 
	Company
	Comments

	
	

	
	


2.9 Section 7.3d 

Discussion Point 9: Companies to indicate any comments on section 7.3d
	Company
	Comments

	ZTE
	We think there has no agreement that PUR request is indicated by the upper layers. And we assume PUR request can be triggered by RRC. Therefore, we suggest to modify the following sentence in Figure 7.3d-1: PUR Configuration Request and PUR Configuration:
0.
The UE is in RRC_CONNECTED and PUR is enabled in the cell.

1.
The UE may indicate to the (ng-)eNB that it is interested in being configured with PUR by sending PURConfigurationRequest message providing information about the requested resource (e.g. No. of occurences, periodicity, time offset, TBS, RRC Ack, etc.). Alternatively, the UE may indicate to the (ng-)eNB in the PURConfigurationRequest message that it is interested in the configured PUR to be released.

	
	


2.10 Section 7.4 

Discussion Point 10: Companies to indicate any comments on section 7.4
	Company
	Comments

	
	

	
	


2.11 Section 8 
Discussion Point 11: Companies to indicate any comments on section 8 
	Company
	Comments

	
	

	
	


2.12 Section 9 
Discussion Point 12:  Companies to indicate any comments on section 9
	Company
	Comments

	
	

	
	


2.13 Section 10 
Discussion Point 13: Companies to indicate any comments on section 10. 
	Company
	Comments

	
	

	
	


2.14 Section 11
Discussion Point 14: Companies to indicate any comments on section 11
	Company
	Comments

	
	

	
	


2.15 Sections 12 to 21
Discussion Point 15: Companies to indicate any comments on sections 12 to 21 
	Company
	Comments

	
	

	
	


2.16 Sections 22, 22A and 22B
Discussion Point 16: Companies to indicate any comments on section 22
	Company
	Comments

	
	

	
	


2.17 Section 23 
Discussion Point 17: Companies to indicate any comments on section 23
	Company
	Comments

	
	

	
	


2.18 Section 24 
Discussion Point 18: Companies to indicate any comments on section 24
	Company
	Comments

	
	

	
	


3 Conclusion
<To be completed after comments have been received>
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